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"Loosened the terminal screw too 
much and dropped it!"

"Felt bothering to remove the terminal 
screw with round-shaped solderless 

terminal wiring!"

Have you ever had those experience?

Cables

Global Site:  www.contec.com 

Accessories & 
Cables

Accessories·Cables

We offer an extensive lineup of function 

expansion modules including useful 

terminal blocks for wiring. An excellent 

lineup of connection cables between 

devices and accessories is also 

available.

Accessories & Cables
Select CONTEC's genuine accessories and cables corresponding to your applications and facilities.

CONTEC's genuine accessories are the 

best tuned for our products with special 

consideration. Various accessories are available, 

including terminal blocks, connector converters, 

and function addition type accessories. 

Especially, the terminal block EPD-A series are 

received well for the "Spring-up type structure" 

with excellent usability.

Spring-up type terminal block would solve these problems!

The internal spring retains the 

terminal screw by lifting it up when 

it is loosened and removed from the 

screw hole. This allows efficient wiring 

and prevents accidental dropping of 

terminal screws.

CONTEC's genuine cables for measurement 

control device are the best tuned for our 

products with special consideration. Two options 

are available for flat/shielded cables: models 

with connectors on both ends, or the models 

with loose-wired connector on one end which 

can facilitates direct connection to the devices. 

Please choose genuine cables, which passed 

our specified shipping test, adopts materials for 

easy handling, and is environment-friendly.

lSecure Genuine Products

Please use CONTEC's genuine cables for CONTEC device products.

The products passed our specified shipping test for criteria including noise, static electricity, 

and accuracy to ensure your safe use.

lRoHS-Compliant

Our products are RoHS-compliant and environment-friendly. There are some exceptions.
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nYou can choose the appropriate connection cables and accessories for connector type of your device.
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Analog F 
Series

Connector on 
Both Sides96-pin

Connector on 
One Side

Connector on 
Both Sides

68-pin

Analog L 
Series

68-pin

Connector on 
Both Sides

Connector on 
One Side

Connector on 
Both Sides

50-pin

Connector on 
Both Sides

Analog E 
Series 37-pin

Connector on 
Both Sides

Connector on 
One Side

96-pin
Connector on 

One Side

37-pin
Connector on 

One Side

100-pin

96-pin

68-pin
Connector on 

One Side

50-pin

Connector on 
One Side

37-pin

Connector on 
Both Sides

96-pin

Connector on 
One Side

Connector on 
Both Sides

68-pin

37-pin

100-pin

96-pin

78-pin

44-pin

37-pin

25-pin

9-pin
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Connector on 
One Side

Connector on 
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Connector on 
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Connector on 
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Both Sides

Industrial Automation Products Measurement and Control Products

Accessories & Cables

BTO PCs
Solution-ePC

Industrial PC 
VPC

Options

Flat Panel 
Displays

Panel 
Computers

BOX 
Computers

Remote I/O

Accessories &
Cables

Software

Expansion Unit /
Bus Adapter

GPIB 
Communications

Serial 
Communications

Counter & Motion 
Controller

Digital I/O

Analog I/O

Solutions / 
Services

Image Distribution Unit
FlexNetViewer

Wireless LAN
FLEXLAN

about 
CONTEC



Q-3

Global Site:  www.contec.com 

Accessories & Cables

Analog I/O

Counter & 
Motion Controller

Digital I/O

Serial 
Communications

Accessories & Cables
Selection Guide

N-03

Analog I/O

 

Analog F Series

Analog I/O Accessories & Cables (connector on both sides) [1]

*1 Maximum of 8 analog input channels available. *2 Able to use up to 4 digital inputs, 4 digital outputs and 1 counter I/O input
*3 Please see page N-13 for the buffer amplifier boxes ATBA-32F and ATBA-8F.

Flat Cable

Shielded Cable

PCB96P-1.5

PCB96PS-0.5P
PCB96PS-1.5P

Board Side Accessory 
Side

96-pin
Half Pitch

(F)

96-pin
Half Pitch

(F)

Terminal Unit
EPD-96

Screw-type Terminal Block
DTP-64A

BNC Terminal Unit
ATP-32F

BNC Terminal Unit
ATP-8 *1*2

Buffer Amplifier Box
(32 ch type)

ATBA-32F *3

Buffer Amplifier Box
(8 ch type)

ATBA-8F *1*3

Terminal Unit
(Spring-up Type Terminal Unit)

EPD-96A

Cable Side Connector of 
DevicesAccessories

96-pin
Half Pitch

(M)

M3.5 Screw

Screw-type
Terminal

BNC

BNC

96-pin
Half Pitch

(M)

PC Card

ADA16-32/2(CB)F

68-pin
0.8 mm Pitch

(F)

Shielded Conversion Cable

ADC-68M/96F

Board Side Accessory 
Side

96-pin
Half Pitch

(F)

68-pin
0.8 mm Pitch

(M)

Shielded Cable

PCB68PS-0.5P
PCB68PS-1.5P

Board Side Accessory 
Side

68-pin
0.8 mm Pitch

(M)

68-pin
0.8 mm Pitch

(M)

Cable Side Connector of 
DevicesAccessories

Terminal Unit
(Spring-up Type 
Terminal Unit)

EPD-68A68-pin
0.8 mm Pitch

(F)

Accessories

Screw-type Terminal Block
(M3 Screw, 96-pin)
DTP-64A
 

170 (W) x 122 (D) x 24.6 (H) mm

* Cables optional

Shielded Cable with Connector on both sides (Mold Type)
for 96-pin Half Pitch Connector 

Cables

PCB96PS-0.5P (0.5 m)

PCB96PS-1.5P (1.5 m)

Shielded Cable
for CardBus-compliant Analog I/O Card (0.5 m)

Shielded Cable with Connector on both sides
for 68-pin 0.8 mm Pitch Connector

PCB68PS-0.5P (0.5 m)

PCB68PS-1.5P (1.5 m)

ADC-68M/96F

196.5 (W) x 64 (D) x 48 (H) mm

35 mm DIN-rail mountable
"Spring-up type terminal unit" is employed to retain terminal screws.
* Cables optional 

Terminal Unit
(M3 Screw, 96-pin)
EPD-96A
 

202.5 (W) x 40 (D) x 54.8 (H) mm

35 mm DIN-rail mountable
"Spring-up type terminal unit" is employed to retain terminal screws.
* Cables optional

Terminal Unit
(M3 Screw, 50-pin)
EPD-50A

219.5 (W) x 64 (D) x 35.5 (H) mm

35 mm DIN-rail mountable
* Cables optional 

Terminal Unit
(M3.5 Screw, 96-pin)
EPD-96
 

278.7 (W) x 40 (D) x 52 (H) mm

35 mm DIN-rail mountable
"Spring-up type terminal unit" is employed to retain terminal screws.
* Cables optional

Terminal Unit
(M3 Screw, 68-pin)
EPD-68A
 

Shielded Cable
for CardBus-compliant Analog I/O Card (0.5 m)

ADC-68M/50M 

Shielded Cable with Connector on both sides (Mold Type)
for 50-pin Mini-Ribbon Connector

PCB50PS-0.5P (0.5 m)

PCB50PS-1.5P (1.5 m)

Flat Cable with Connector on both sides
for 96-pin Half Pitch Connector

PCB96P-1.5 (1.5 m)

USB Unit
AIO-163202FX-USB

PCI Express Board
AIO-163202F-PE

PCI Board

ADA16-32/2(PCI)F
96-pin
Half Pitch

(M)

M3 Screw

M3 Screw

Connector 
Type

Connector 
Type
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Analog L Series

*4 Maximum of 8 analog input channels available.  *5 Maximum of 2 analog output channels available.  *6 Please see page N-14 for the buffer amplifier boxes ATBA-16L and ATBA-8L.
*7 Cannot be used with AO-1604L-LPE, DA16-4(LPCI)L, or DAI16-4(LPCI)L
*9 Cannot be used with AO-1616L-LPE, AO-1608L-LPE, DA16-16(LPCI)L, or DA16-8(LPCI)L

PCI Express Board (Low Profile)

PCI Board (Low Profile)

ADA16-8/2(LPCI)L
AD16-16(LPCI)L
DA16-16(LPCI)L
DA16-4(LPCI)L
DA16-8(LPCI)L
ADAI16-8/2(LPCI)L
ADI16-16(LPCI)L
DAI16-4(LPCI)L 

USB Unit

AO-1604LX-USB

50-pin
Mini-Ribbon

(F)

Shielded Cable

PCB50PS-0.5P
PCB50PS-1.5P

Board Side Accessory 
Side

50-pin
Mini-Ribbon

(M)

50-pin
Mini-Ribbon

(M)

BNC Terminal Unit
(for 32 ch analog input)
ATP-32F
 

194 (W) x 40.6 (D) x 128 (H) mm

* Cables optional

ATP-8L
 

120 (W) x 40.6 (D) x 88 (H) mm

* Cables optional

ATP-8
 

120 (W) x 40.6 (D) x 88 (H) mm

* Cables optional

BNC

Cable Side Connector of 
DevicesAccessories

50-pin
Mini-Ribbon

(F)

M3 Screw

50-pin
Mini-

Ribbon (F)

Terminal Unit
EPD-50A

BNC Terminal Unit
ATP-8L *4*5*9

Buffer Amplifier Box
(16 ch type)

ATBA-16L *6*7*9

Buffer Amplifier Box
(8 ch type)

ATBA-8L *4*6*7*9

Cable Side Connector of 
DevicesAccessories

Terminal Unit
(Spring-up Type 
Terminal Unit)

EPD-68A M3 Screw

PCI Express Board

AIO-160802LI-PE
AI-1616LI-PE
AO-1604LI-PE

AIO-160802L-LPE
AI-1616L-LPE
AO-1604L-LPE
AO-1616L-LPE
AO-1608L-LPE

68-pin
0.8 mm Pitch

(F)

PC Card

ADA16-8/2(CB)L

68-pin
0.8 mm Pitch

(F)

Shielded Conversion Cable

ADC-68M/50M

Board Side Accessory 
Side

50-pin
Mini-Ribbon

(M)

68-pin
0.8 mm Pitch

(M)

Shielded Cable

PCB68PS-0.5P
PCB68PS-1.5P

Board Side Accessory 
Side

68-pin
0.8 mm Pitch

(M)

68-pin
0.8 mm Pitch

(M)

BNC Terminal Unit 
(for 8 ch analog input)

BNC Terminal Unit 
(for 8 ch analog input)

Accessories

Cables
Alligator Clip
(60 cm)

BNC-W60 

BNC cable

BNC-B100 (1 m)

BNC-B200 (2 m)

BNC-B300 (3 m)

Connector 
Type

Connector 
Type

 

194 (W) x 40.6 (D) x 128 (H)
(Exclusive of protrusions and rubber foot)

530 g

ATP-32FModel

Analog Input
Analog Output
Digital Input

Counter I/O

Digital Output

Dimensions (mm)

Operating Conditions

Weight

8 ch (Screw terminal DI00 to DI07)
8 ch (Screw terminal DO00 to DO07)

2 ch (Screw terminal CNTUP, 
CNTCLK, CNTOUT)

32 ch (BNC connector AI00 to AI31)

120 (W) x 40.6 (D) x 88 (H)
(Exclusive of protrusions and rubber foot)

240 g

ATP-8L

420 g

ATP-8

4 ch (Screw terminal DI00 to DI03)
4 ch (Screw terminal DO00 to DO03)

1 ch (Screw terminal CNTUP, CNTCLK, CNTOUT)

8 ch (BNC connector AI00 to AI07)
2 ch (BNC connector AO00 to AO01)

0 - 50 °C, 10 - 90 %RH (no condensation)
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Analog I/O

Analog L Series

*2 Each connector needs cables and accessories.
*1 Maximum of 8 analog input channels available. 

Shielded Conversion Cable

ADC-68M/96F

Board Side Accessory 
Side

96-pin
Half Pitch

(F)

68-pin
0.8 mm Pitch

(M)

Shielded Cable

PCB68PS-0.5P
PCB68PS-1.5P

Board Side Accessory 
Side

68-pin
0.8 mm Pitch

(M)

68-pin
0.8 mm Pitch

(M)

Cable Side Connector of 
DevicesAccessories

Terminal Unit
(Spring-up Type Terminal Unit)

EPD-96A
Terminal Unit

EPD-96

Screw-type Terminal Block
DTP-64A

BNC Terminal Unit
ATP-32F

BNC Terminal Unit
ATP-8 *1

96-pin
Half Pitch

(M)

M3.5 Screw

Screw-type 
Terminal

BNC

BNC

Cable Side Connector of 
DevicesAccessories

Terminal Unit
(Spring-up Type 
Terminal Unit)

EPD-68A68-pin
0.8 mm Pitch

(F)

M3 Screw

PCI Express Board (Low Profile)

AI-1664LA-LPE

AD16-64(LPCI)LA
68-pin
0.8 mm Pitch

(F)

 *2

M3 Screw

AI-1664LAX-USB

Analog I/O Accessories & Cables (connector on both sides) [2]

196.5 (W) x 64 (D) x 48 (H) mm

35 mm DIN-rail mountable
"Spring-up type terminal unit" is employed to retain terminal screws.
* Cables optional 

Terminal Unit
(M3 Screw, 96-pin)
EPD-96A
 

219.5 (W) x 64 (D) x 35.5 (H) mm

35 mm DIN-rail mountable
* Cables optional 

Terminal Unit
(M3.5 Screw, 96-pin)
EPD-96
 

278.7 (W) x 40 (D) x 52 (H) mm

35 mm DIN-rail mountable
"Spring-up type terminal unit" is employed to retain terminal screws.
* Cables optional

Terminal Unit
(M3 Screw, 68-pin)
EPD-68A
 

Screw-type Terminal Block
(M3 Screw, 96-pin)
DTP-64A
 

170 (W) x 122 (D) x 24.6 (H) mm

* Cables optional

202.5 (W) x 40 (D) x 54.8 (H) mm

35 mm DIN-rail mountable
"Spring-up type terminal unit" is employed to retain terminal screws.
* Cables optional

Terminal Unit
(M3 Screw, 50-pin)
EPD-50A

Connector 
Type

Cables

Accessories

Alligator Clip
(60 cm)

BNC-W60 

BNC cable

BNC-B100 (1 m)

BNC-B200 (2 m)

BNC-B300 (3 m)

Shielded Cable
for CardBus-compliant Analog I/O Card (0.5 m)

ADC-68M/96F

Shielded Cable with Connector on both sides
for 68-pin 0.8 mm Pitch Connector

PCB68PS-0.5P (0.5 m)

PCB68PS-1.5P (1.5 m)

PCI Board

USB Unit
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BNC Terminal Unit
(for 32 ch analog input)
ATP-32F
 

194 (W) x 40.6 (D) x 128 (H) mm

* Cables optional

ATP-8
 

120 (W) x 40.6 (D) x 88 (H) mm

* Cables optional

BNC Terminal Unit 
(for 8 ch analog input)

Accessories

N-06

194 (W) x 40.6 (D) x 128 (H)
(Exclusive of protrusions and rubber foot)

530 g

ATP-32FModel

Analog Input
Analog Output
Digital Input

Counter I/O

Digital Output

Dimensions (mm)

Operating Conditions

Weight

8 ch (Screw terminal DI00 to DI07)
8 ch (Screw terminal DO00 to DO07)

2 ch (Screw terminal CNTUP, 
CNTCLK, CNTOUT)

32 ch (BNC connector AI00 to AI31)

420 g

ATP-8

120 (W) x 40.6 (D) x 88 (H)
(Exclusive of protrusions and rubber foot)

8 ch (BNC connector AI00 to AI70)

Analog I/O

4 ch (Screw terminal DI00 to DI03)
4 ch (Screw terminal DO00 to DO03)

1 ch (Screw terminal CNTUP, 
CNTCLK, CNTOUT)

2 ch (BNC connector AO00 to AO01)

0 - 50 °C, 10 - 90 %RH (no condensation)
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Analog I/O

 

This product is equipped with a 
differential gain amplifier of 8 channels. An input 
signal can amplify 500 times at the maximum.
Passband of a differential gain amplifier is DC - 100 
kHz (in the case of input gain 1 time).
 This product keeps a fourth Butterworth low pass 
filter, and a temperature sensor for performing 
Cold-junction compensation processing when 
connected a thermocouple sensor.
* Cables optional

Analog E Series

Analog I/O Accessories & Cables (connector on both sides) [3]

Flat Cable

PCB15P-1.5

Flat Cable with bracket

DT-E3

Board Side Accessory 
Side Cable Side Connector of 

Devices

Terminal Unit
FTP-15

Accessories

*1: Analog input/output external interface provided through 37-pin D-SUB connector. Digital input/output provided through on-board 16-pin header connector.
*2: Please see page N-15 for the buffer amplifier box ATBA-16E.

15-pin
D-SUB

(F)

16-pin
Post Header

(F)

15-pin
D-SUB
(M)

15-pin
D-SUB

(M)

15-pin
D-SUB

(F)

M3 Screw

Shielded Cable

Flat Cable

PCB37PS-0.5P
PCB37PS-1.5P

PCB37P-1.5

Board Side Accessory 
Side

37-pin
D-SUB
(M)

37-pin
D-SUB

(M)

Cables

PCB37PS-0.5P (0.5 m)

PCB37PS-1.5P (1.5 m)

Shielded Cable with Connector on both sides
for 37-pin D-SUB Connector

PCB15P-1.5 (1.5 m)

PCB15P-3 (3 m)

PCB15P-5 (5 m)

Flat Cable with Connector on both sides
for 15-pin D-SUB Connector

Accessories

Simultaneous Sample & Hold
ATSS-16A
 

105 (W) x 25.5 (D) x 230 (H) mm

Terminal block type simultaneous sampling function 
expansion board equipped with 16-channel sample / 
hold amplifiers. It is capable of sampling 16 channels 
at the same timing.

* Cannot be used in the differential input mode
* Cables optional

Expansion Accessory with 
Gain Amplifier
ATLF-8A 

105 (W) x 25.5 (D) x 230 (H) mm

Cable Side Connector of 
DevicesAccessories

Terminal Unit
EPD-37A

Terminal Unit
EPD-37

BNC Terminal Unit
ATP-16E

Isolated Signal 
Conditioning Terminal

ATII-8C
Simultaneous Sample 
& Hold

ATSS-16A
Expansion Accessory 
with Gain Amplifier

ATLF-8A
Buffer Amplifier Box
(16 ch type)

ATBA-16E *2

Terminal Block
DTP-3C

Screw-type Terminal Block
DTP-4C

37-pin
D-SUB

(F)

M3.5 Screw

M3 Screw

M3 Screw

M3 Screw

BNC

M3 Screw

Screw-type 
Terminal

37-pin
D-SUB

(F)

37-pin
D-SUB

(F)

Alligator Clip
(60 cm)

BNC-W60 BNC cable

BNC-B100 (1 m)

BNC-B200 (2 m)

BNC-B300 (3 m)

158.4 (W) x 40 (D) x 54.8 (H) mm

35 mm DIN-rail mountable
"Spring-up type terminal unit" is employed to retain terminal screws.
* Cables optional

Terminal Unit
(M3 Screw, 37-pin)
EPD-37A
 

Isolated Signal 
Conditioning Terminal
ATII-8C 

105 (W) x 25.5 (D) x 230 (H) mm

The amplification of an input gain every channel can reach 200 times, because this 
product is equipped with an insulation amplifier of 8 channels, and breaks a signal 
of the input side from the output side, between each channels electrically. It can 
convert the current input of -40 mA - +40 mA into the voltage of -10 V - +10 V.
This product keeps a temperature sensor for performing Cold-junction 
compensation processing when connected a thermocouple sensor.
* Requires 2 units of this product for 16 channel configuration.   * Cables optional

PCI Express Board

PCI Board

AIO-161601UE3-PE
AIO-161601E3-PE
AIO-121601UE3-PE
AIO-121601E3-PE

AD12-16U(PCI)EV *1

AD16-16U(PCI)EV *1

AD12-16(PCI)EV *1

AD16-16(PCI)EV *1

16-pin
Post Header (M)

37-pin
D-SUB

(F)

Shielded Cable

PCB15PS-0.5P
PCB15PS-1.5P

226 (W) x 64 (D) x 40.5 (H) mm

35 mm DIN-rail mountable
* Cables optional

Terminal Unit
(M3.5 Screw, 37-pin)
EPD-37

Board Side Accessory 
Side

PCB15PS-0.5P (0.5 m)

PCB15PS-1.5P (1.5 m)

Shielded Cable with Connector on both sides
for 15-pin D-SUB Connector

15-pin D-SUB Flat Conversion Cable (with bracket)
for 16-pin Post Header

DT-E3

PCB37P-1.5 (1.5 m)

Flat Cable with Connector on both sides
for 37-pin D-SUB Connector

Connector 
Type

 

Soon to be RoHS-compliant

Soon to be RoHS-compliant
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 37-pin D-SUB Connector Type

*3 Analog input/output external interface provided through 37-pin D-SUB connector. Digital input/output provided through on-board 16-pin header connector.
*4 Please see page N-15 for the buffer amplifier box ATBA-16E. *5 Can be used only with DA12-4(PCI), DA12-8(PCI), and DA12-16(PCI)

Flat Cable

PCB15P-1.5
PCB15P-3
PCB15P-5

Board Side Accessory 
Side

Flat Cable (with bracket)

DT-E3

Board Side Accessory 
Side

15-pin
D-SUB

(F)

16-pin
Post Header

(F)

15-pin
D-SUB
(M)

15-pin
D-SUB

(M)

Connector
TypePCI Board

ADI12-16(PCI) *3

16-pin
Post Header (M)

37-pin
D-SUB

(F)

Cable Side Connector of 
Devices

Terminal Unit
FTP-15

Accessories

15-pin
D-SUB

(F)
M3 Screw

Shielded Cable

Flat Cable

PCB37PS-0.5P
PCB37PS-1.5P

PCB37P-1.5

Board Side Accessory 
Side

37-pin
D-SUB
(M)

37-pin
D-SUB
(M)

Shielded Cable

Flat Cable

PCB37PS-0.5P
PCB37PS-1.5P

PCB37P-1.5

Board Side Accessory 
Side

37-pin
D-SUB

(M)

37-pin
D-SUB

(M)

Terminal Unit
(M3 Screw, 15-pin)
FTP-15
 

190 (W) x 105 (D) x 25.5 (H) mm

* for Digital input/output

Accessories

AccessoriesCable Side Connector of 
Devices

37-pin
D-SUB

(F)

BNC Terminal Unit
ATP-16E

Isolated Signal 
Conditioning Terminal

ATII-8C
Terminal Unit

EPD-37A

Terminal Unit
EPD-37

Buffer Amplifier Box
(16 ch type)

ATBA-16E *4

Terminal Block
DTP-3C

Screw-type 
Terminal Block

DTP-4C Screw-type 
Terminal

M3 Screw

M3.5 Screw

M3 Screw

M3 Screw

BNC

37-pin
D-SUB

(F)

M3 Screw

Cable Side Connector of 
DevicesAccessories

Terminal Unit
EPD-37A

Terminal Unit
EPD-37

BNC Terminal Unit
ATP-16E *5

Terminal Block
DTP-3C

Screw-type 
Terminal Block

DTP-4C

37-pin
D-SUB

(F)

M3 Screw

M3.5 Screw

Screw-type 
Terminal

BNC

Terminal Block
(M3 Screw, 37-pin)
DTP-3C
 

190 (W) x 105 (D) x 23.9 (H) mm

* Cables optional

Screw-type Terminal Block
(M2.5 Screw, 37-pin)
DTP-4C
 

160 (W) x 82 (D) x 19.2 (H) mm

* Cables optional

BNC Terminal Unit
(for 16 ch analog input)
ATP-16E
 

120 (W) x 88 (H) x 35 (D) mm
(Exclusive of protrusions and rubber foot)

An external device can be connected by BNC connector.
* A limited number of boards can be used.
* Cables optional

DIN-rail Adapter
DIN-ADP1
 

PCI Board
AIO-121602AH-PCI
AIO-121602AL-PCI
AI-1216AH-PCI
AI-1216AL-PCI
AI-1216B-RU1-PCI
AI-1216B-RB1-PCI
AI-1604CI2-PCI
AO-1604CI2-PCI
ADI16-4L(PCI)
DAI16-4C(PCI)
DA12-4(PCI)
DA12-8(PCI)
DA12-16(PCI)

37-pin
D-SUB

(F)

Shielded Cable

PCB15PS-0.5P
PCB15PS-1.5P

DIN-rail Adapter for terminal panels
 Applicable Accessories

   ATSS-16A, ATP-16, ATII-8C, FTP-15, ATLF-8

Connector 
Type

N-08
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Analog I/O

 

96-pin Half Pitch Connector Type

PCB96PS-0.5P
PCB96PS-1.5P

Flat Cable

Shielded Cable

PCB96P-1.5

Board Side Accessory 
Side Cable Side Connector of 

DevicesAccessories
Terminal Unit
(Spring-up Type Terminal Unit)

EPD-96A
Terminal Unit

EPD-96

Screw-type Terminal Block
DTP-64A*1

PCI Board

AD12-16(PCI)
AD12-64(PCI)
AIO-121601M-PCI 96-pin

Half Pitch
(M)

96-pin
Half Pitch

(F)

96-pin
Half Pitch

(F)

96-pin
Half Pitch

(M)

M3.5 Screw

Screw-type 
Terminal

M3 Screw

Analog I/O Accessories & Cables (connector on both sides) [4]

Connector 
Type

Accessories

Screw-type Terminal Block
(M3 Screw, 96-pin)
DTP-64A

170 (W) x 122 (D) x 24.6 (H) mm

* Cables optional

Shielded Cable with Connector on both sides (Mold Type)
for 96-pin Half Pitch Connector 

Cables

PCB96PS-0.5P (0.5 m)

PCB96PS-1.5P (1.5 m)

196.5 (W) x 64 (D) x 48 (H) mm

35 mm DIN-rail mountable
"Spring-up type terminal unit" is employed to retain terminal screws.
* Cables optional 

Terminal Unit
(M3 Screw, 96-pin)
EPD-96A
 

219.5 (W) x 64 (D) x 35.5 (H) mm

35 mm DIN-rail mountable
* Cables optional 

Terminal Unit
(M3.5 Screw, 96-pin)
EPD-96
 

Flat Cable with Connector on both sides
for 96-pin Half Pitch Connector

PCB96P-1.5 (1.5 m)

*1 Can be used only with AD12-16(PCI) and AD12-64(PCI)
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Analog I/O

 

For Measurement and Control Interface Board

Custom-Made Cable

lProduced by Order with Cable Length by Increments of 0.1 m (10 cm)
The cable length can be specified between 0.5 - 10 m by increments of 0.1 m (10 cm).
Supports various customer needs regarding the cable length.

Flexibility

lSecure Genuine Products
Please use CONTEC's genuine cables for CONTEC device products.
The products passed our specified shipping test for criteria including noise, static electricity, and accuracy to ensure your safe use.

lSoft Cable for Easy Bending
Employs soft cable that can be easily bent and handled.

lRoHS-Compliant
Our products are RoHS-compliant and environment-friendly.

High Quality

Cables produced by order are available in Japan only.

(2 m) 

(7 m) 

PCB100PS-xxA
(2 m) 

(7 m) 

PCB100/96PS-xxA
(2 m) 

(7 m) 

PCB100WS-xxA
(2 m) 

(7 m) 

PCA100P-xxA

n100-pin Connector Cable

n96-pin Connector Cable

n68-pin Connector Cable n50-pin Connector Cable

n37-pin Connector Cable

(2 m) 

(7 m) 

PCB96PS-xxA
(2 m) 

(7 m) 

PCB96WS-xxA
(2 m) 

(7 m) 

PCA96PS-xxA

(2 m) 

(7 m) 

PCB96P-xxA
(2 m) 

(7 m) 

PCB96W-xxA
(2 m) 

(7 m) 

PCA96P-xxA

(2 m) 

(7 m) 

PCB68PS-xxA
(2 m) 

(7 m) 

PCA68PS-xxA
(2 m) 

(7 m) 

PCB50PS-xxA
(2 m) 

(7 m) 

PCA50PS-xxA

(2 m) 

(7 m) 

PCB37PS-xxA
(2 m) 

(7 m) 

PCA37PS-xxA
(2 m) 

(7 m) 

PCB37P-xxA
(2 m) 

(7 m) 

PCA37P-xxA

0.5 - 10 m
(By increments of 0.1 m)

* xx in type represents cable length.
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Analog I/O

N-11

Cables

Flat Cable with Connector on one side
for 96-pin Half Pitch Connector

PCA96P-1.5 (1.5 m)

Shielded Cable with Connector on one side (Mold Type)
for 96-pin Half Pitch Connector

PCA96PS-0.5P (0.5 m)

PCA96PS-1.5P (1.5 m)

Shielded Cable with Connector on one side
for 68-pin 0.8 mm Pitch Connector

PCA68PS-0.5P (0.5 m)

PCA68PS-1.5P (1.5 m)

Shielded Cable with Connector on one side (Mold Type)
for 50-pin Mini-Ribbon Connector

PCA50PS-0.5P (0.5 m)

PCA50PS-1.5P (1.5 m)

96-pin Half Pitch Connector (F) x5
CN5-H96F
 

Connector

(Requires use of separate
pressure welding tool. )

Shielded Cable

PCA50PS-0.5P
PCA50PS-1.5P

Board Side

50-pin
Mini-Ribbon

(M)

96-pin Half Pitch Connector Type

Analog I/O Cables (connector on one side only) [1]

68-pin 0.8 mm Pitch Connector Type

50-pin Mini-Ribbon Connector Type

Shielded Cable

PCA96PS-0.5P
PCA96PS-1.5P

Board Side

Flat Cable

PCA96P-1.596-pin
Half Pitch

(F)

Shielded Cable

PCA68PS-0.5P
PCA68PS-1.5P

Board Side

68-pin
0.8 mm Pitch

(F)

PC Card

ADA16-32/2(CB)F
ADA16-8/2(CB)L

68-pin
0.8 mm Pitch

(M)

PCI Board (Low Profile)

PCI Express Board (Low Profile)

PCI Express Board

ADA16-8/2(LPCI)L
AD16-16(LPCI)L
DA16-16(LPCI)L
DA16-4(LPCI)L
DA16-8(LPCI)L
ADAI16-8/2(LPCI)L
ADI16-16(LPCI)L
DAI16-4(LPCI)L

USB Unit

AO-1604LX-USB

AIO-160802L-LPE
AI-1616L-LPE
AO-1604L-LPE
AO-1616L-LPE
AO-1608L-LPE

AIO-160802LI-PE
AI-1616LI-PE
AO-1604LI-PE

50-pin
Mini-Ribbon

(F)

68-pin
0.8 mm Pitch

(F)

PCI Express Board (Low Profile)

AI-1664LA-LPE

PCI Board (Low Profile)

AD16-64(LPCI)LA

*1

*1 Each connector needs cables.

Shielded Cable

PCA68PS-0.5P
PCA68PS-1.5P

Board Side

68-pin
0.8 mm Pitch

(M)

PCI Express Board

AIO-163202F-PE

PCI Board

ADA16-32/2(PCI)F
AD12-16(PCI)
AD12-64(PCI)
AIO-121601M-PCI

96-pin
Half Pitch

(M)

AI-1664LAX-USB

USB Unit

Connector 
Type

Connector 
Type

Connector 
Type

Connector 
Type
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Analog I/O

 

Cables
Shielded Cable with Connector on one side (Mold Type)
for 37-pin D-SUB Connector 

PCA37PS-0.5P (0.5 m)

PCA37PS-1.5P (1.5 m)

Flat Cable with Connector on one side
for 37-pin D-SUB Connector

PCA37P-1.5 (1.5 m)

Coaxial Cable
for Single-ended Input (16 ch)

PCC16PS-1.5 (1.5 m)

PCC16PS-3 (3 m)

* for Digital input/output

Flat Cable with Connector on one side
for 15-pin D-SUB Connector

PCA15P-1.5 (1.5 m)

PCA15P-3  (3 m)

PCA15P-5  (5 m)

Shielded Cable
for Differential Input (8 ch)

PCD8PS-1.5 (1.5 m)

PCD8PS-3 (3 m)
* for Digital input/output

Flat Cable with Connector on one side
for 16-pin Post Header

DT/E1 

15-pin D-SUB Flat Conversion Cable (with bracket)
for 16-pin Post Header

DT-E3

Connector

37-pin D-SUB (male) Connector (5 pcs)
CN5-D37M
 

Easily soldered.

Analog I/O Cables (connector on one side only) [2]

37-pin D-SUB Connector Type

15-pin
D-SUB

(M)

Flat Cable

PCA15P-1.5
PCA15P-3
PCA15P-5

Board Side

16-pin
Post Header

(F)

Flat Cable

DT/E1

Board Side

Shielded Cable for Differential input

PCD8PS-1.5
PCD8PS-3

Board Side

37-pin
D-SUB

(M)

PCI Board

AIO-121602AH-PCI
AIO-121602AL-PCI
AI-1216AH-PCI
AI-1216AL-PCI
AI-1216B-RU1-PCI
AI-1216B-RB1-PCI
AI-1604CI2-PCI
AO-1604CI2-PCI
ADI16-4L(PCI)
DA12-4(PCI)
DA12-8(PCI)
DA12-16(PCI)
DAI16-4C(PCI)

37-pin
D-SUB

(F)

16-pin
Post Header (M)

PCI Board

AD12-16U(PCI)EV *3

AD16-16U(PCI)EV *3

AD12-16(PCI)EV *3

AD16-16(PCI)EV *3

ADI12-16(PCI) *3

PCI Express Board
AIO-161601UE3-PE *3

AIO-161601E3-PE *3

AIO-121601UE3-PE *3

AIO-121601E3-PE *3

37-pin
D-SUB

(F)

*2 Can be used only with DA12-4(PCI), DA12-8(PCI), and DA12-16(PCI)
*3 Analog input/output external interface provided through 37-pin D-SUB connector. Digital input/output provided through on-board 16-pin header connector.

Flat Cable (with bracket)

DT-E3

Board Side Accessory Side

16-pin
Post Header

(F)

15-pin
D-SUB

(F)

Shielded Cable

PCA37PS-0.5P
PCA37PS-1.5P

Board Side

Flat Cable

PCA37P-1.5
37-pin
D-SUB

(M)

PCA37PS-0.5P
PCA37PS-1.5P

PCA37P-1.5

Shielded CableBoard Side

Flat Cable
37-pin
D-SUB

(M)

Coaxial Cable

PCC16PS-1.5 *2

PCC16PS-3 *2

Board Side

37-pin
D-SUB

(M)

Coaxial CableBoard Side

37-pin
D-SUB

(M)

PCC16PS-1.5
PCC16PS-3

Connector 
Type

Connector 
Type
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Analog F Series

Analog I/O Buffer Amplifier Box [1]

*1 Maximum of 8 analog input channels available. *2 Able to use up to 4 digital inputs, 4 digital outputs and 1 counter I/O input
*3 Optional AC adapter "POA200-20" is required. 

Shielded Cable

PCA96PS-0.5P
PCA96PS-1.5P

Board Side

Flat Cable

PCA96P-1.596-pin
Half Pitch

(F)

Cable Side Connector
of DevicesAccessories

Terminal Unit
(Spring-up Type Terminal Unit)

EPD-96A
Terminal Unit

EPD-96

Screw-type Terminal Block
DTP-64A

BNC Terminal Unit
ATP-32F

BNC Terminal Unit
ATP-8 *1*2

96-pin
Half Pitch

(M)

M3.5 Screw

Screw-type Terminal

BNC

BNC

Cable Side Connector
of DevicesAccessories

Buffer Amplifier 
Box (32 ch type)

ATBA-32F *3

Buffer Amplifier 
Box (8 ch type)

ATBA-8F *3

96-pin
Half Pitch

(M)

96-pin
Half Pitch

(M)

Flat Cable

Shielded Cable

PCB96P-1.5

PCB96PS-0.5P
PCB96PS-1.5P

Board Side Accessory
Side

96-pin
Half Pitch

(F)

96-pin
Half Pitch

(F)

M3 Screw

Accessories

Buffer Amplifier Box
(32 ch type)
ATBA-32F
 

110 (W) x 70 (D) x 22 (H) mm (no protrusions)

Non-isolated, Input power voltage -10 V - +10 V
Single end input : 32 ch or Differential input : 16 ch
Consumption of electric current 5 VDC, 0.85 A (Max.)

110 (W) x 70 (D) x 22 (H) mm (no protrusions)

Non-isolated, Input power voltage -10 V - +10 V
Single end input : 8 ch
Consumption of electric current 5 VDC, 0.3 A (Max.) 

Terminal Unit
(M3 Screw, 96-pin)
EPD-96A
 

196.5 (W) x 64 (D) x 48 (H) mm

35 mm DIN-rail mountable
"Spring-up type terminal unit" is employed to retain terminal screws.
* Cables optional 

Terminal Unit
(M3.5 Screw, 96-pin)
EPD-96
 

219.5 (W) x 64 (D) x 35.5 (H) mm

35 mm DIN-rail mountable
* Cables optional

Buffer Amplifier Box
(8 ch type)
ATBA-8F
 

Screw-type Terminal Block
(M3 Screw, 96-pin)
DTP-64A
 

170 (W) x 122 (D) x 24.6 (H) mm

* Cables optional

AC Adapter
POA200-20
 

(Input: 90-264 VAC, Output: 5 VDC 2.0 A)

Shielded Cable with Connector on both sides (Mold Type)
for 96-pin Half Pitch Connector 

Cables

PCB96PS-0.5P (0.5 m)

PCB96PS-1.5P (1.5 m)

Shielded Cable with Connector on one side (Mold Type)
for 96-pin Half Pitch Connector

PCA96PS-0.5P (0.5 m)

PCA96PS-1.5P (1.5 m)

Flat Cable with Connector on one side
for 96-pin Half Pitch Connector

PCA96P-1.5 (1.5 m)

Flat Cable with Connector on both sides
for 96-pin Half Pitch Connector

PCB96P-1.5 (1.5 m)

These products reduce signal-crosstalk and 
measurement errors arising from a wiring distance.

These products reduce signal-crosstalk and 
measurement errors arising from a wiring distance.

Alligator Clip
(60 cm)

BNC-W60 

BNC Cable

BNC-B100 (1 m)

BNC-B200 (2 m)

BNC-B300 (3 m)
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Analog L Series

Shielded Cable

PCB50PS-0.5P
PCB50PS-1.5P

Board Side Accessory
Side

50-pin
Mini-Ribbon

(M)

50-pin
Mini-Ribbon

(M) BNC

Cable Side Connector
of DevicesAccessories

Terminal Unit
EPD-50A

BNC Terminal Unit
ATP-8L *3

M3 Screw

50-pin
Mini-Ribbon

(F)

Shielded Cable

PCA50PS-0.5P
PCA50PS-1.5P

Board Side

50-pin
Mini-Ribbon

(M)

Buffer Amplifier 
Box (16 ch type)

ATBA-16L *3

Buffer Amplifier 
Box (8 ch type)

ATBA-8L *1*3

50-pin
Mini-Ribbon

(F)

50-pin
Mini-Ribbon

(F)

Connector
of Devices Accessories Connector

of Devices

Accessories

Buffer Amplifier Box
(16 ch type)
ATBA-16L
 

75 (W) x 70 (D) x 22 (H) mm (no protrusions)

Non-isolated, Input power voltage -10 V - +10 V
Single end input : 16 ch or Differential input : 8 ch
Consumption of electric current 5 VDC, 0.4 A (Max.)

75 (W) x 70 (D) x 22 (H) mm (no protrusions)

Non-isolated, Input power voltage -10 V - +10 V
Single end input : 8 ch
Consumption of electric current 5 VDC, 0.3 A (Max.)

Buffer Amplifier Box
(8 ch type)
ATBA-8L
 

202.5 (W) x 40 (D) x 54.8 (H) mm

35 mm DIN-rail mountable
"Spring-up type terminal block" is employed to retain terminal screws.
* Cables optional

Terminal Unit
(M3 Screw, 50-pin)
EPD-50A
 

Shielded Cable with Connector on one side (Mold Type)
for 50-pin Mini-Ribbon Connector

PCA50PS-0.5P (0.5 m)

PCA50PS-1.5P (1.5 m)

Analog I/O Buffer Amplifier Box [2]

These products reduce signal-crosstalk and 
measurement errors arising from a wiring distance.

These products reduce signal-crosstalk and 
measurement errors arising from a wiring distance.

BNC Terminal Unit
(for 32 ch analog input)
ATP-32F
 

194 (W) x 40.6 (D) x 128 (H) mm

* Cables optional

BNC Terminal Unit
(for 8 ch analog input)
ATP-8L
 

120 (W) x 40.6 (D) x 88 (H) mm

* Cables optional

BNC Terminal Unit
(for 8 ch analog input)
ATP-8
 

120 (W) x 40.6 (D) x 88 (H) mm

* Cables optional

Cables
Shielded Cable with Connector on both sides (Mold Type)
for 50-pin Mini-Ribbon Connector

PCB50PS-0.5P (0.5 m)

PCB50PS-1.5P (1.5 m)

*1 Maximum of 8 analog input channels available. 
*3 Optional AC adapter "POA200-20" is required.

 

194 (W) x 40.6 (D) x 128 (H)
(Exclusive of protrusions and rubber foot)

530 g

ATP-32FModel

Analog Input
Analog Output
Digital Input

Counter I/O

Digital Output

Dimensions (mm)

Operating Conditions

Weight

8 ch (Screw terminal DI00 to DI07)
8 ch (Screw terminal DO00 to DO07)

2 ch (Screw terminal CNTUP, 
CNTCLK, CNTOUT)

32 ch (BNC connector AI00 to AI31)

120 (W) x 40.6 (D) x 88 (H)
(Exclusive of protrusions and rubber foot)

240 g

ATP-8L

420 g

ATP-8

4 ch (Screw terminal DI00 to DI03)
4 ch (Screw terminal DO00 to DO03)

1 ch (Screw terminal CNTUP, CNTCLK, CNTOUT)

8 ch (BNC connector AI00 to AI07)
2 ch (BNC connector AO00 to AO01)

0 - 50 °C, 10 - 90 %RH (no condensation)

Soon to be RoHS-compliant

ATBA-8L

Single end input : 8 ch

5 VDC, 0.3 A

ATBA-16L

Single end input : 16 ch
or Differential input : 8 ch

75 (W) x 70 (D) x 22 (H) (no protrusions)

5 VDC, 0.4 A

ATBA-8F

Single end input : 8 ch

5 VDC, 0.3 A

ATBA-32FModel

Isolation Type
Maximum Input Voltage
Number of 

Channels *1

Impedance
Input Voltage Range

Nonlinear Difference *2

Single end input : 32 ch
or differential input : 16 ch
-10 V - +10 V
1 MW or more

Non-Isolated
+/- 15 V

+/- 0.03 % of FSR
Other Signal Specifications 

of Connector
Power Consumption (Max.)
Operating Conditions

Weight
Dimensions (mm)

0 - 50 °C, 10 - 90 %RH (no condensation)
110 (W) x 70 (D) x 22 (H) (no protrusions)
100 g

Same as the analog board/card used together (same signals as the connector signals from the analog board/card used together)
ATBA-8F and ATBA-8L do not have buffer amplifier functions except for 0 - 7 channels(Other input channel signals are directly connected)

5 VDC, 0.85 A

Analog 

Input

(Buffer 

amplifier)

*1: Depends on the number of input channels of the analog input board/card used
*2: Nonlinear difference may deviate from the maximum range by about 0.04 % when the ambient temperature is 0 °C or 50 °C.
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Analog E Series

Analog I/O Buffer Amplifier Box [3]

*1: To connect with ADI12-16(PCI), optional AC adapter "POA200-20" is required.

Shielded Cable

Flat Cable

PCB37PS-0.5P
PCB37PS-1.5P

PCB37P-1.5

Board Side Accessory
Side

37-pin
D-SUB

(M)

37-pin
D-SUB

(M)

Cables

PCB37PS-0.5P (0.5 m)

PCB37PS-1.5P (1.5 m)

Shielded Cable with Connector on both sides
for 37-pin D-SUB Connector

Shielded Cable with Connector on one side (Mold Type)
for 37-pin D-SUB Connector 

PCA37PS-0.5P (0.5 m)

PCA37PS-1.5P (1.5 m)

Coaxial Cable
for Single-ended Input (16 ch)

PCC16PS-1.5 (1.5 m)

PCC16PS-3 (3 m)

Shielded Cable
for Differential Input (8 ch)

PCD8PS-1.5 (1.5 m)

PCD8PS-3 (3 m)

Flat Cable with Connector on one side
for 37-pin D-SUB Connector

PCA37P-1.5 (1.5 m)

PCB37P-1.5 (1.5 m)

Flat Cable with Connector on both sides
for 37-pin D-SUB Connector

Cable Side Connector
of DevicesAccessories

Buffer Amplifier
Box (16 ch type)

ATBA-16E *1

37-pin
D-SUB

(F)

37-pin
D-SUB

(F)

Alligator Clip
(60 cm)

BNC-W60 

Cable Side Connector
of DevicesAccessories

Terminal Unit
EPD-37A

BNC Terminal Unit
ATP-16E

Isolated Signal 
Conditioning Terminal

ATII-8C

Simultaneous Sample & Hold
ATSS-16A

Terminal Block
DTP-3C

Screw-type Terminal Block
DTP-4C

37-pin
D-SUB

(F)
M3 Screw

M3 Screw

M3 Screw

BNC

M3 Screw

Screw-type 
Terminal

BNC Cable

BNC-B100 (1 m)

BNC-B200 (2 m)

BNC-B300 (3 m)

Shielded Cable for Differential input

PCD8PS-1.5
PCD8PS-3

Board Side

37-pin
D-SUB

(M)

PCA37PS-0.5P
PCA37PS-1.5P

PCA37P-1.5

Shielded CableBoard Side

Flat Cable
37-pin
D-SUB

(M)

PCC16PS-1.5
PCC16PS-3

Coaxial CableBoard Side

37-pin
D-SUB

(M)
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Accessories

Simultaneous Sample & Hold
ATSS-16A
 

105 (W) x 25.5 (D) x 230 (H) mm

Terminal block type simultaneous sampling function 
expansion board equipped with 16-channel sample / 
hold amplifiers. It is capable of sampling 16 channels 
at the same timing.

* Cannot be used in the differential input mode
* Cables optional

Buffer Amplifier Box
(16 ch type)
ATBA-16E
 

110 (W) x 70 (D) x 22 (H) mm (no protrusions)

These products reduce signal-crosstalk and 
measurement errors arising from a wiring distance.

Non-isolated, Input power voltage -10 V - +10 V
Single end input : 16 ch or Differential input : 8 ch
Consumption of electric current 5 VDC, 0.4 A (Max.)

AC Adapter
POA200-20
 

(Input: 90 - 264 VAC, Output: 5 VDC 2.0 A)

Isolated Signal Conditioning 
Terminal
ATII-8C 

105 (W) x 25.5 (D) x 230 (H) mm

The amplification of an input gain every channel can reach 200 times, because this 
product is equipped with an insulation amplifier of 8 channels, and breaks a signal 
of the input side from the output side, between each channels electrically. It can 
convert the current input of -40 mA - +40 mA into the voltage of -10 V - +10 V.
This product keeps a temperature sensor for performing Cold-junction 
compensation processing when connected a thermocouple sensor.
* Requires 2 units of this product for 16 channel configuration. 
* Cables optionalTerminal Block

(M3 Screw, 37-pin)
DTP-3C
 

190 (W) x 105 (D) x 23.9 (H) mm

* Cables optional

BNC Terminal Unit
(for 16 ch analog input)
ATP-16E
 

120 (W) x 88 (H) x 35 (D) mm
(Exclusive of protrusions and rubber foot)

An external device can be connected by BNC connector.
* A limited number of boards can be used.
* Cables optional

Screw-type Terminal Block
(M2.5 Screw, 37-pin)
DTP-4C
 

160 (W) x 82 (D) x 19.2 (H) mm

* Cables optional

158.4 (W) x 40 (D) x 54.8 (H) mm

35 mm DIN-rail mountable
"Spring-up type terminal unit" is employed to retain terminal screws.
* Cables optional

Terminal Unit
(M3 Screw, 37-pin)
EPD-37A
 

226 (W) x 64 (D) x 40.5 (H) mm

35 mm DIN-rail mountable
* Cables optional

Terminal Unit
(M3.5 Screw, 37-pin)
EPD-37
 

 

Soon to be RoHS-compliant

ATBA-16EModel

Isolation Type
Maximum Input Voltage
Number of 

Channels *1

Impedance
Input Voltage Range

Nonlinear Difference *2

Single end input : 16 ch
or Differential input : 8 ch

-10 V - +10 V
1 MW or more

Non-Isolated
+/- 15 V

+/- 0.03 % of FSR
Other Signal Specifications 

of Connector
Power Consumption (Max.)
Operating Conditions

Weight
Dimensions (mm)

0 - 50 °C, 10 - 90 %RH (no condensation)
110 (W) x 70 (D) x 22 (H) (no protrusions)
100 g

Same as the analog board used together (same signals as 
the connector signals from the analog board used together)

5 VDC, 0.4 A

Analog 

Input

(Buffer 

amplifier)

*1: Depends on the number of input channels of the analog input board/card used
*2: Nonlinear difference may deviate from the maximum range by about 0.04 % when the ambient temperature is 0 °C or 50 °C.
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100-pin 0.8 mm Pitch Connector Type

*1 Cannot be used with DI-128RL-PCI or DO-128RL-PCI
*2 Each connector needs cables and accessories. 
*3 Please select a cable less than 1.5 m in length.

Cable Side Connector
of DevicesAccessories

Check Mate
CM-64L *1 

Terminal Unit
(Spring-up Type Terminal Unit)

EPD-96A
Terminal Unit

EPD-96 

Screw-type Terminal Block
DTP-64A

Connector Converter
CCB-96 

Cable Side Connector
of DevicesAccessories

Check Mate
CM-32L *1

Terminal Unit
EPD-37A

Terminal Unit
EPD-37

Terminal Block
DTP-3C

Screw-type Terminal Block
DTP-4C

Digital I/O Accessories & Cables (connector on both sides) [1]

37-pin
D-SUB

(F)

Shielded Conversion Cable

PCB100WS-1.5 
PCB100WS-3 
PCB100WS-5

Board Side Accessory Side

37-pin
D-SUB x2

(M)

100-pin
0.8 mm Pitch

(M)

96-pin
Half Pitch

(M)

M3.5 Screw

37-pin D-SUB x2 (F)

M3 Screw

M3 Screw

M3.5 Screw

M3 Screw

Screw-type
Terminal

Screw-type
Terminal

96-pin Half Pitch (M)

Shielded Conversion Cable

PCB100/96PS-1.5
PCB100/96PS-3
PCB100/96PS-5

Board Side Accessory Side

96-pin
Half Pitch

(F)

100-pin
0.8 mm Pitch

(M)

Shielded Cable

PCB100PS-0.5
PCB100PS-1.5
PCB100PS-3
PCB100PS-5

Board Side Accessory Side

100-pin
0.8 mm Pitch

(M)

100-pin
0.8 mm Pitch

(M)

Cable Side Connector
of DevicesAccessories

Terminal Unit
(Spring-up Type 
Terminal Unit)

EPD-100A

96-pin Half Pitch Shielded Conversion Cable
for 100-pin 0.8 mm Pitch Connector

PCB100/96PS-1.5 (1.5 m)

PCB100/96PS-3 (3 m)

PCB100/96PS-5 (5 m)

Cables
Shielded Cable with Connector on both sides
for 100-pin 0.8 mm Pitch Connector

PCB100PS-0.5 (0.5 m)

PCB100PS-1.5 (1.5 m)

PCB100PS-3 (3 m)

PCB100PS-5 (5 m)

37-pin D-SUB x2 Distribution Shielded Cable
for 100-pin 0.8 mm Pitch Connector

PCB100WS-1.5 (1.5 m)

PCB100WS-3 (3 m)

PCB100WS-5 (5 m)

Accessories

Terminal Unit
(M3.5 Screw, 96-pin)
EPD-96
 

219.5 (W) x 64 (D) x 35.5 (H) mm

35 mm DIN-rail mountable
* Cables optional

Screw-type Terminal Block
(M3 Screw, 96-pin)
DTP-64A
 

170 (W) x 122 (D) x 24.6 (H) mm

* Cables optional

Terminal Unit
(M3 Screw, 37-pin)
EPD-37A
 

158.4 (W) x 40 (D) x 54.8 (H) mm

35 mm DIN-rail mountable
"Spring-up type terminal unit" is employed to retain terminal screws.
* Cables optional

Terminal Unit
(M3.5 Screw, 37-pin)
EPD-37
 

226 (W) x 64 (D) x 40.5 (H) mm

35 mm DIN-rail mountable
* Cables optional

M3 Screw

M3 Screw

PCI Express Board

DI-128L-PE
DI-128T-PE *3

DO-128L-PE
DIO-6464L-PE
DIO-6464T-PE *3

100-pin
0.8 mm Pitch x2

(F)

PCI Board

PI-128L(PCI)H
PO-128L(PCI)H
PIO-64/64L(PCI)H
DI-128RL-PCI
DI-128T2-PCI *3

DO-128RL-PCI
DO-128T2-PCI *3

DIO-6464T2-PCI *3

USB Unit

DIO-6464LX-USB

*2

100-pin
0.8 mm Pitch

(F)

Connector 
Type

Terminal Unit
(M3 Screw, 100-pin)
EPD-100A
 

196.5 (W) x 64 (D) x 48 (H) mm

35 mm DIN-rail mountable
"Spring-up type terminal unit" is employed to retain terminal screws.
* Cables optional 

Terminal Unit
(M3 Screw, 96-pin)
EPD-96A
 

196.5 (W) x 64 (D) x 48 (H) mm

35 mm DIN-rail mountable
"Spring-up type terminal unit" is employed to retain terminal screws.
* Cables optional 

37-pin D-SUB (F)
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96-pin Half Pitch Connector Type

37-pin
D-SUB x2

(M)
37-pin

D-SUB
(F)

Flat Cable

Shielded Cable

PCB96PS-0.5P
PCB96PS-1.5P
PCB96PS-3P 
PCB96PS-5P

PCB96P-1.5
PCB96P-3
PCB96P-5

*1 Cannot be used with DIO-3232H-PE, DIO-3232RL-PE, PIO-32/32H(PCI)H, or PIO-32/32RL(PCI).    *2 Each connector needs cables.
*3 Please select a cable less than 1.5 m in length. 

Board Side Accessory
Side

Cable Side Connector
of Devices

96-pin
Half Pitch

(F)

96-pin
Half Pitch

(F)

Shielded Cable

PCB96WS-1.5P
PCB96WS-3P 
PCB96WS-5P

Board Side Accessory
Side

96-pin
Half Pitch

(F)

Accessories
Check Mate

CM-64L *1

Terminal Unit
(Spring-up Type Terminal Unit)

EPD-96A

Cable Side Connector
of DevicesAccessories

Check Mate
CM-32L *1

Terminal Unit
EPD-37A

Terminal Unit
EPD-37

Terminal Block
DTP-3C *1

Screw-type Terminal Block
DTP-4C *1

96-pin
Half Pitch

(M)

Compact PCI Board

PCI Express Board

96-pin
Half Pitch

(M)

DI-64L-PE
DI-64T-PE *3

DO-64L-PE
DO-64T-PE *3

DIO-3232L-PE
DIO-3232B-PE
DIO-3232F-PE
DIO-3232T-PE *3

DIO-3232H-PE
DIO-3232RL-PE
PCI Board

PI-64L(PCI)H
PO-64L(PCI)H
PIO-32/32L(PCI)H
PIO-32/32B(PCI)V
PIO-32/32F(PCI)H
PIO-32/32T(PCI)H *3

PIO-32/32H(PCI)H
PIO-32/32RL(PCI)H
DI-64T2-PCI *3

DO-64T2-PCI *3

PI-64L(CPCI)
PO-64L(CPCI)
PIO-32/32L(CPCI)

USB Unit

DIO-3232LX-USB

Terminal Unit
EPD-96

Screw-type Terminal Block
DTP-64A

Connector Converter
CCB-96

Connector 
Type

*2

M3.5 Screw

Screw-type
Terminal

M3 Screw

M3 Screw

M3.5 Screw

M3 Screw

Screw-type
Terminal

96-pin Half Pitch (M)

37-pin D-SUB x2 (F)

37-pin D-SUB (F)

PCB96PS-0.5P (0.5 m)

PCB96PS-1.5P (1.5 m)

PCB96PS-3P (3 m)

PCB96PS-5P (5 m)

Shielded Cable with Connector on both sides (Mold Type)
for 96-pin Half Pitch Connector

PCB96P-1.5 (1.5 m)

PCB96P-3 (3 m)

PCB96P-5 (5 m)

Flat Cable with Connector on both sides
for 96-pin Half Pitch Connector

PCB96WS-1.5P (1.5 m)

PCB96WS-3P (3 m)

PCB96WS-5P (5 m)

37-pin D-SUB x2 Distribution Shielded Cable
for 96-pin Half Pitch Connector

Cables

Accessories

Check Mate
for Digital I/O (64 ch)
CM-64L
 

230 (W) x 105 (D) x 35 (H) mm

Equipped with batch ON/OFF switch and LEDs.
Allows signal monitoring and output. * Cables optional

96-pin Half  37-pin D-SUB
(F) x2 Connector Converter
CCB-96

DIN-rail Adapter

 
145 (W) x 105 (H) mm

Enables conversion into 37-pin D-SUB connectors for easy cable processing.
Optional 37-pin D-SUB connector board is also available.
* Cables optional

Check Mate
for Digital I/O (32 ch)
CM-32L
 

230 (W) x 105 (D) x 35 (H) mm

Equipped with batch ON/OFF switch and LEDs.
Allows signal monitoring and output.
* Not compatible with two-way I/O types
* Cables optional

DIN-ADP1
 

DIN-rail Adapter for terminal
panels

 Applicable Accessories
 CM-64L, CM-32L, CCB-96

Terminal Block
(M3 Screw, 37-pin)
DTP-3C
 

190 (W) x 105 (D) x 23.9 (H) mm

* Cables optional

Screw-type Terminal Block
(M2.5 Screw, 37-pin)
DTP-4C
 

160 (W) x 82 (D) x 19.2 (H) mm

* Cables optional
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Digital I/O

96-pin Half Pitch Connector Type

PCI Board

96-pin
Half Pitch

(M)

PIO-32DM(PCI)
PIO-48D(PCI)
DIO-48D2-PCI

PCI Express Board

USB Unit

DIO-48D-PE
DIO-32DM-PE

DIO-48DX-USB

Flat Cable

Shielded Cable

PCB96PS-0.5P
PCB96PS-1.5P

PCB96P-1.5

Board Side Accessory 
Side

96-pin
Half Pitch

(F)

96-pin
Half Pitch

(F)

Cable Side Connector
of DevicesAccessories

Terminal Unit
(Spring-up Type Terminal Unit)

EPD-96A
Terminal Unit

EPD-96

Screw-type Terminal Block
DTP-64A

96-pin
Half Pitch

(M)

M3.5 Screw

Screw-type
Terminal

M3 Screw

Cables

Accessories

PCB96P-1.5 (1.5 m)

PCB96P-3 (3 m)

PCB96P-5 (5 m)

Flat Cable with Connector on both sides
for 96-pin Half Pitch Connector

PCB96PS-0.5P (0.5 m)

PCB96PS-1.5P (1.5 m)

PCB96PS-3P (3 m)

PCB96PS-5P (5 m)

Shielded Cable with Connector on both sides (Mold Type)
for 96-pin Half Pitch Connector

Terminal Unit
(M3 Screw, 96-pin)
EPD-96A
 

196.5 (W) x 64 (D) x 48 (H) mm

35 mm DIN-rail mountable
"Spring-up type terminal unit" is employed to retain terminal screws.
* Cables optional 

Terminal Unit
(M3.5 Screw, 96-pin)
EPD-96
 

219.5 (W) x 64 (D) x 35.5 (H) mm

35 mm DIN-rail mountable
* Cables optional

Screw-type Terminal Block
(M3 Screw, 96-pin)
DTP-64A
 

170 (W) x 122 (D) x 24.6 (H) mm

* Cables optional

Digital I/O Accessories & Cables (connector on both sides) [2]

Connector 
Type
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For Measurement and Control Interface Board

Custom-Made Cable

lProduced by Order with Cable Length by 
Increments of 0.1 m (10 cm)
The cable length can be specified between 0.5 - 10 m by increments of 0.1 m (10 cm).
Supports various customer needs regarding the cable length.

Flexibility

lSecure Genuine Products
Please use CONTEC's genuine cables for CONTEC device products.
The products passed our specified shipping test for criteria including noise, static electricity, and accuracy to ensure your safe use.

lSoft Cable for Easy Bending
Employs soft cable that can be easily bent and handled.

lRoHS-Compliant
Our products are RoHS-compliant and environment-friendly.

High Quality

Cables produced by order are available in Japan only.

(2 m) 

(7 m) 

PCB100PS-xxA
(2 m) 

(7 m) 

PCB100/96PS-xxA
(2 m) 

(7 m) 

PCB100WS-xxA
(2 m) 

(7 m) 

PCA100P-xxA

n100-pin Connector Cable

n96-pin Connector Cable

n68-pin Connector Cable n50-pin Connector Cable

n37-pin Connector Cable

(2 m) 

(7 m) 

PCB96PS-xxA
(2 m) 

(7 m) 

PCB96WS-xxA
(2 m) 

(7 m) 

PCA96PS-xxA

(2 m) 

(7 m) 

PCB96P-xxA
(2 m) 

(7 m) 

PCB96W-xxA
(2 m) 

(7 m) 

PCA96P-xxA

(2 m) 

(7 m) 

PCB68PS-xxA
(2 m) 

(7 m) 

PCA68PS-xxA
(2 m) 

(7 m) 

PCB50PS-xxA
(2 m) 

(7 m) 

PCA50PS-xxA

(2 m) 

(7 m) 

PCB37PS-xxA
(2 m) 

(7 m) 

PCA37PS-xxA
(2 m) 

(7 m) 

PCB37P-xxA
(2 m) 

(7 m) 

PCA37P-xxA

0.5 - 10 m
(By increments of 0.1 m)

* xx in type represents cable length.
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50-pin Mini-Ribbon Connector Type

*1 Please select a cable less than 1.5 m in length.

Digital I/O Accessories & Cables (connector on both sides) [3]

Cable Side Accessories

Check Mate
CM-32L

Terminal Unit
EPD-37A

Terminal Unit
EPD-37

Terminal Block
DTP-3C

Screw-typeTerminal Block
DTP-4C

37-pin
D-SUB

(F)

M3 Screw

M3.5 Screw

37-pin D-SUB (F)

M3 Screw

Screw-type
Terminal

Cable Side Connector
of Devices

Connector
of Devices

Accessories

Terminal Unit
EPD-50A

50-pin
Mini-Ribbon

(F)

M3 Screw

Shielded CableBoard Side Accessory
Side

50-pin
Mini-Ribbon

(M)

PCB50PS-0.5P
PCB50PS-1.5P
PCB50PS-3P 
PCB50PS-5P 

50-pin
Mini-Ribbon

(M)

37-pin
D-SUB

(M)

37-pin
D-SUB

(M)

Flat Cable

Shielded Cable

PCB37P-1.5 
PCB37P-3 
PCB37P-5 

PCB37PS-0.5P
PCB37PS-1.5P
PCB37PS-3P 
PCB37PS-5P

Board Side Accessory
Side

37-pin
D-SUB

(F)

Shielded Conversion Cable

PCE50/37PS-0.5P

Board Side Accessory
Side

50-pin
Mini-Ribbon

(M)

PCE50/37PS-0.5P PCB50PS-0.5P (0.5 m)

PCB50PS-1.5P (1.5 m)

PCB50PS-3P (3 m)

PCB50PS-5P (5 m)

PCB37PS-0.5P (0.5 m)

PCB37PS-1.5P (1.5 m)

PCB37PS-3P (3 m)

PCB37PS-5P (5 m)

Shielded Cable with Connector on both sides (Mold Type)
for 50-pin Mini-Ribbon Connector

Cables
37-pin D-SUB Shielded Conversion Cable (Mold Type)
for 50-pin Mini-Ribbon Connector

Shielded Cable with Connector on both sides
for 37-pin D-SUB Connector

Accessories

Terminal Unit
(M3 Screw, 37-pin)
EPD-37A
 

158.4 (W) x 40 (D) x 54.8 (H) mm

35 mm DIN-rail mountable
"Spring-up type terminal unit" is employed to retain terminal screws.
* Cables optional

Terminal Unit
(M3 Screw, 50-pin)
EPD-50A
 

202.5 (W) x 40 (D) x 54.8 (H) mm

35 mm DIN-rail mountable
"Spring-up type terminal unit" is employed to retain terminal screws.
* Cables optional

Terminal Unit
(M3.5 Screw, 37-pin)
EPD-37
 

226 (W) x 64 (D) x 40.5 (H) mm

35 mm DIN-rail mountable
* Cables optional

PCI Express Board (Low Profile)

PCI Board (Low Profile)

DIO-1616T-LPE *1

PIO-16/16B(LPCI)H
PIO-16/16L(LPCI)H
PIO-16/16T(LPCI)H *1

50-pin
Mini-Ribbon

(F)

Connector 
Type
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37-pin D-SUB Connector Type

37-pin
D-SUB

(F)

*1 Please select a cable less than 1.5 m in length.  *2 Cannot be used with PIO-16/16H(PCI)H

Cable Side Connector
of DevicesAccessories

Check Mate
CM-32L

37-pin
D-SUB

(F)

Cable Side Connector
of DevicesAccessories

Terminal Unit
EPD-37A

Terminal Unit
EPD-37

Terminal Block
DTP-3C *2

Screw-type Terminal Block
DTP-4C *2

37-pin
D-SUB

(F)

PCI Board

PCI Express Board

PIO-16/16H(PCI)H
PIO-16/16RL(PCI)H
RRY-16C(PCI)H
RRY-32(PCI)H

RRY-32-PE
RRY-16C-PE

M3 Screw

M3.5 Screw

37-pin D-SUB (F)

M3 Screw

Screw-type
Terminal

PCB37PS-0.5P
PCB37PS-1.5P
PCB37PS-3P
PCB37PS-5P

37-pin
D-SUB

(M)

37-pin
D-SUB

(M)

Flat Cable

Shielded Cable

PCB37P-1.5
PCB37P-3
PCB37P-5

Board Side Accessory
Side

37-pin
D-SUB

(F)

Cable Side Connector
of DevicesAccessories

Terminal Unit
EPD-37A

Terminal Unit
EPD-37

Terminal Block
DTP-3C

Screw-type Terminal Block
DTP-4C

M3 Screw

M3.5 Screw

M3 Screw

Screw-type
Terminal

37-pin
D-SUB

(M)

37-pin
D-SUB

(M)

Flat Cable

Shielded Cable

PCB37PS-0.5P
PCB37PS-1.5P
PCB37PS-3P
PCB37PS-5P

PCB37P-1.5
PCB37P-3
PCB37P-5

Board Side Accessory
Side

37-pin
D-SUB

(F)

PC Card

PCI Board

PIO-16/16L(CB)H
PIO-16/16L(PM)
PIO-32D(PM) *1

USB Unit

DIO-1616LX-USB
DIO-1616BX-USB
DIO-1616RYX-USB
RRY-16CX-USB

PCI Express Board

DI-32L-PE
DI-32B-PE
DI-32T-PE *1

DO-32B-PE
DO-32L-PE
DO-32T-PE *1

DIO-1616L-PE
DIO-1616B-PE
DIO-1616TB-PE
DIO-1616T-PE *1

DIO-1616H-PE
DIO-1616RL-PE
DIO-1616RY-PE

DI-32T2-PCI *1

PI-32L(PCI)H
PI-32B(PCI)H
DO-32T2-PCI *1

PO-32L(PCI)H
PO-32B(PCI)H
PIO-16/16L(PCI)H
PIO-16/16B(PCI)H
PIO-16/16TB(PCI)H
PIO-16/16T(PCI)H *1

PIO-16/16RY(PCI)

Flat Cable with Connector on both sides
for 37-pin D-SUB Connector

PCB37P-1.5 (1.5 m)

PCB37P-3 (3 m)

PCB37P-5 (5 m)

DIN-ADP1
 

 Applicable Accessories
 CM-32L

DIN-rail AdapterCables

Accessories

Terminal Block
(M3 Screw, 37-pin)
DTP-3C
 

190 (W) x 105 (D) x 23.9 (H) mm

* Cables optional

Screw-type Terminal Block
(M2.5 Screw, 37-pin)
DTP-4C
 

160 (W) x 82 (D) x 19.2 (H) mm

* Cables optional

Check Mate
for Digital I/O (32 ch)
CM-32L
 

230 (W) x 105 (D) x 35 (H) mm

Equipped with batch ON/OFF switch and LEDs.
Allows signal monitoring and output.
* Not compatible with two-way I/O types
* Cables optional

DIN-rail Adapter for terminal panels

Connector 
Type

Connector 
Type
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Terminal Unit
(M3 Screw, 96-pin)
EPD-96A
 

196.5 (W) x 64 (D) x 48 (H) mm

35 mm DIN-rail mountable
"Spring-up type terminal unit" is employed to retain terminal screws.
* Cables optional 

Please choose cables with the wiring distance taken into account.

278.7 (W) x 40 (D) x 52 (H) mm

35 mm DIN-rail mountable
"Spring-up type terminal unit" is employed to retain terminal screws.
* Cables optional

Terminal Unit
(M3 Screw, 68-pin)
EPD-68A
 

68-pin 0.8 mm Pitch Connector Type

Cable Side Connector
of DevicesAccessoriesShielded Cable

PCB68PS-0.5P
PCB68PS-1.5P

Terminal Unit
(Spring-up Type 
Terminal Unit)
EPD-68A

Board Side Accessory
Side

68-pin
0.8 mm Pitch

(M)

68-pin
0.8 mm Pitch

(M)

68-pin
0.8 mm Pitch

(F)

M3 Screw

Cable Side Connector
of DevicesAccessories

Terminal Unit
(Spring-up Type Terminal Unit)

EPD-96A
Terminal Unit

EPD-96

Screw-type Terminal Block
DTP-64A

96-pin
Half Pitch

(M)

M3.5 Screw

Screw-type
Terminal

Shielded Conversion Cable

DIO-68M/96F 

Board Side Accessory
Side

96-pin
Half Pitch

(F)

68-pin
0.8 mm Pitch

(M)

M3 Screw

PC Card

PIO-48D(CB)H

PCI Board (Low Profile)

PIO-48D(LPCI)H

PCI Express Board (Low Profile)

DIO-48D-LPE

68-pin
0.8 mm Pitch

(F)

Shielded Cable
for CardBus-compliant Digital I/O Card (0.5 m)

DIO-68M/96F

Shielded Cable with Connector on both sides
for 68-pin 0.8 mm Pitch Connector

PCB68PS-0.5P (0.5 m)

PCB68PS-1.5P (1.5 m)

PCB68PS-3P (3 m)

PCB68PS-5P (5 m)

Cables

Accessories

Terminal Unit
(M3.5 Screw, 96-pin)
EPD-96
 

219.5 (W) x 64 (D) x 35.5 (H) mm

35 mm DIN-rail mountable
* Cables optional

Screw-type Terminal Block
(M3 Screw, 96-pin)
DTP-64A
 

170 (W) x 122 (D) x 24.6 (H) mm

* Cables optional

PCI Express Board (Low Profile)

DIO-96D-LPE

PCI Board (Low Profile)

DIO-96D2-LPCI
68-pin
0.8 mm Pitch

(F)

*1 Each connector needs cables and accessories.

*1

Connector 
Type

Connector 
Type

Digital I/O Accessories & Cables (connector on both sides) [4]
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100-pin 0.8 mm Pitch Connector Type

PCI Board

PI-128L(PCI)H
PO-128L(PCI)H
PIO-64/64L(PCI)H
DI-128RL-PCI
DI-128T2-PCI *2

DO-128RL-PCI
DO-128T2-PCI *2

DIO-6464T2-PCI *2

PCI Express Board

DI-128L-PE
DI-128T-PE *2

DO-128L-PE
DO-128T-PE *2

DIO-6464L-PE
DIO-6464T-PE *2

Digital I/O Correspondence table of cables with connector on one side

96-pin Half Pitch Connector Type

*1 Each connector needs cables.    *2 Please select a cable less than 1.5 m in length.

100-pin
0.8 mm Pitch x2

(F)

Compact PCI Board

DI-64T2-PCI *2

PI-64L(PCI)H
DO-64T2-PCI *2

PO-64L(PCI)H
PIO-32/32L(PCI)H
PIO-32/32B(PCI)V
PIO-32/32F(PCI)H
PIO-32/32RL(PCI)H
PIO-32/32H(PCI)H
PIO-32/32T(PCI)H *2

DIO-48D2-PCI *2

PIO-48D(PCI) *2

PIO-32DM(PCI) *2

PI-64L(CPCI)
PO-64L(CPCI)
PIO-32/32L(CPCI)

DIO-48DX-USB

*2 Please select a cable less than 1.5 m in length.

PCI Board

USB Unit

DI-64L-PE
DI-64T-PE *2

DO-64L-PE
DIO-32DM-PE *2

DIO-48D-PE *2

DIO-3232L-PE
DIO-3232B-PE
DIO-3232F-PE
DIO-3232T-PE *2

DIO-3232H-PE
DIO-3232RL-PE

PCI Express Board

96-pin
Half Pitch

(M)

Flat Cable

PCA100P-1.5
PCA100P-3
PCA100P-5

Board Side

100-pin
0.8 mm Pitch

(M)

Shielded Cable

PCA96PS-0.5P
PCA96PS-1.5P
PCA96PS-3P
PCA96PS-5P

Board Side

96-pin
Half Pitch

(F)

Flat Cable

PCA96P-1.5
PCA96P-3
PCA96P-5

Board Side

96-pin
Half Pitch

(F)

Flat Cable with Connector on one side
for 100-pin 0.8 mm Pitch Connector

Cables
Shielded Cable with Connector on one side (Mold Type)
for 96-pin Half Pitch Connector 

Flat Cable with connector on one side
for 96-pin Half Pitch Connector

PCA100P-1.5 (1.5 m)

PCA100P-3 (3 m)

PCA100P-5 (5 m)

PCA96PS-0.5P (0.5 m)

PCA96PS-1.5P (1.5 m)

PCA96PS-3P (3 m)

PCA96PS-5P (5 m)

PCA96P-1.5 (1.5 m)

PCA96P-3 (3 m)

PCA96P-5 (5 m)

96-pin Half Pitch Connector (F) x5
CN5-H96F
 

Connector

USB Unit

DIO-6464LX-USB

Connector 
Type

Connector 
Type

(Requires use of separate 
pressure welding tool. )
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68-pin 0.8 mm Pitch Connector Type

Shielded Cable

PCA68PS-0.5P
PCA68PS-1.5P

Board Side

68-pin
0.8 mm Pitch

(M)

PCI Express Board (Low Profile)

DIO-48D-LPE
DIO-96D-LPE

PCI Board (Low Profile)

PIO-48D(LPCI)H

PC Card

PIO-48D(CB)H

PCI Board

DIO-48D2-PCI

50-pin Mini-Ribbon Connector Type

Shielded Cable

PCA50PS-0.5P
PCA50PS-1.5P
PCA50PS-3P
PCA50PS-5P

Board Side

50-pin
Mini-Ribbon

(M)

*3 Please select a cable less than 1.5 m in length.

DIO-1616T-LPE *3

PCI Express Board (Low Profile)

PCI Board (Low Profile)

PIO-16/16B(LPCI)H
PIO-16/16L(LPCI)H
PIO-16/16T(LPCI)H *3

50-pin
Mini-Ribbon

(F)

Digital I/O Correspondence table of cables with connector on one side

Shielded Cable with Connector on one side (Mold Type)
for 50-pin Mini-Ribbon Connector

PCA50PS-0.5P (0.5 m)

PCA50PS-1.5P (1.5 m)

PCA50PS-3P (3 m)

PCA50PS-5P (5 m)

68-pin
0.8 mm Pitch

(F)

Cables
Shielded Cable with Connector on one side
for 68-pin 0.8 mm Pitch Connector

PCA68PS-0.5P (0.5 m)

PCA68PS-1.5P (1.5 m)

Connector 
Type

Connector 
Type
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USB Unit

DIO-1616LX-USB
DIO-1616BX-USB
DIO-1616RYX-USB
RRY-16C-USB

37-pin D-SUB Connector Type

PCI Express Board

PCI Board

DI-32T2-PCI *4

PI-32L(PCI)H
PI-32B(PCI)H
DO-32T2-PCI *4

PO-32L(PCI)H
PO-32B(PCI)H
PIO-16/16L(PCI)H
PIO-16/16B(PCI)H
PIO-16/16TB(PCI)H
PIO-16/16RL(PCI)H
PIO-16/16T(PCI)H *4

PIO-16/16RY(PCI)
PIO-16/16H(PCI)H
RRY-32(PCI)H
RRY-16C(PCI)H

DI-32L-PE
DI-32T-PE *4

DO-32L-PE
DO-32T-PE *4

DI-32B-PE
DO-32B-PE
DIO-1616L-PE
DIO-1616B-PE
DIO-1616TB-PE
DIO-1616T-PE *4

DIO-1616H-PE
DIO-1616RL-PE
DIO-1616RY-PE
RRY-32-PE
RRY-16C-PE

PIO-16/16L(CB)H
PIO-16/16L(PM)
PIO-32D(PM) *4

*4 Please select a cable less than 1.5 m in length.

Shielded Cable with Connector on one side (Mold Type)
for 37-pin D-SUB Connector 

PCA37PS-0.5P (0.5 m)

PCA37PS-1.5P (1.5 m)

PCA37PS-3P (3 m)

PCA37PS-5P (5 m)

Flat Cable with Connector on one side
for 37-pin D-SUB Connector

PCA37P-1.5 (1.5 m)

PCA37P-3 (3 m)

PCA37P-5 (5 m)

Shielded Cable

PCA37PS-0.5P
PCA37PS-1.5P
PCA37PS-3P
PCA37PS-5P

Board Side

37-pin
D-SUB

(M)

Flat Cable

PCA37P-1.5
PCA37P-3
PCA37P-5

Board Side

37-pin
D-SUB

(M)

Cables Connector

37-pin D-SUB (male) Connector (5 pcs)
CN5-D37M
 

Easily soldered.

PC Card

37-pin
D-SUB

(F)

Connector 
Type
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96-pin Half Pitch Connector Type

Counter Correspondence table of cables with connectors on both ends & accessories

Screw-type
Terminal

Screw-type
Terminal

PCI Board

96-pin
Half Pitch

(M)

CNT24-4D(PCI)H

37-pin
D-SUB

(M) 37-pin
D-SUB

(F)

Flat Cable

Shielded Cable

PCB96PS-0.5P
PCB96PS-1.5P
PCB96PS-3P 
PCB96PS-5P

PCB96P-1.5
PCB96P-3
PCB96P-5

Board Side Accessory
Side

Cable Side Connector
of Devices

96-pin
Half Pitch

(F)

96-pin
Half Pitch

(F)

Shielded Conversion Cable

PCB96WS-1.5P
PCB96WS-3P 
PCB96WS-5P

Board Side Accessory
Side

96-pin
Half Pitch

(F)

Flat Cable

Shielded Cable

PCB96PS-0.5P
PCB96PS-1.5P

PCB96P-1.5

Board Side Accessory
Side

96-pin
Half Pitch

(F)

Accessories
Terminal Unit
(Spring-up Type Terminal Unit)

EPD-96A
Terminal Unit

EPD-96

Screw-type Terminal Block
DTP-64A

Connector Converter
CCB-96

Cable Side Connector
of DevicesAccessories

Terminal Unit
EPD-37A

Terminal Unit
EPD-37

Terminal Unit
DTP-3C

Screw-type Terminal Block
DTP-4C

96-pin
Half Pitch

(M)

Cable Side Connector
of DevicesAccessories

Terminal Unit
(Spring-up Type Terminal Block)

EPD-96A

Terminal Unit
EPD-96

Screw-type Terminal Block
DTP-64A

96-pin
Half Pitch

(F)

96-pin
Half Pitch

(M)

M3.5 Screw

Screw-type
Terminal

M3.5 Screw

M3.5 Screw

M3 Screw

M3 Screw

Flat Cable with Connector on both sides
for 96-pin Half Pitch Connector

Cables
Shielded Cable with Connector on both sides (Mold Type)
for 96-pin Half Pitch Connector

37-pin D-SUB x2 Distribution Shielded Cable
for 96-pin Half Pitch Connector

PCB96WS-1.5P (1.5 m)

PCB96WS-3P (3 m)

PCB96WS-5P (5 m)

PCB96PS-0.5P (0.5 m)

PCB96PS-1.5P (1.5 m)

PCB96PS-3P (3 m)

PCB96PS-5P (5 m)

PCB96P-1.5 (1.5 m)

PCB96P-3 (3 m)

PCB96P-5 (5 m)

Accessories

Terminal Unit
(M3 Screw, 37-pin)
EPD-37A
 

158.4 (W) x 40 (D) x 54.8 (H) mm

35 mm DIN-rail mountable
"Spring-up type terminal unit" is employed to retain terminal screws.
* Cables optional

Terminal Unit
(M3 Screw, 50-pin)
EPD-50A
 

202.5 (W) x 40 (D) x 54.8 (H) mm

35 mm DIN-rail mountable
"Spring-up type terminal unit" is employed to retain terminal screws.
* Cables optional

Screw-type Terminal Block
(M3 Screw, 96-pin)
DTP-64A
 

170 (W) x 122 (D) x 24.6 (H) mm

* Cables optional

Terminal Unit
(M3.5 Screw, 96-pin)
EPD-96
 

219.5 (W) x 64 (D) x 35.5 (H) mm

35 mm DIN-rail mountable
* Cables optional

Terminal Unit
(M3.5 Screw, 37-pin)
EPD-37
 

226 (W) x 64 (D) x 40.5 (H) mm

35 mm DIN-rail mountable
* Cables optional

CNT32-8M(PCI)

CNT-3208M-PE

PCI Express Board

PCI Board
96-pin
Half Pitch

(M)

196.5 (W) x 64 (D) x 48 (H) mm

35 mm DIN-rail mountable
"Spring-up type terminal unit" is employed to retain terminal screws.
* Cables optional 

Terminal Unit
(M3 Screw, 96-pin)
EPD-96A
 

*1 Each connector needs cables.

*1

M3 Screw

M3 Screw

Connector 
Type

Connector 
Type

37-pin D-SUB x2 (F)
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*1 Opto-isolated input external interface provided through 37-pin D-SUB connector. TTL-level input provided through on-board 30-pin post header connector.

37-pin D-SUB Connector Type

Shielded Cable

Flat Cable

PCB37PS-0.5P
PCB37PS-1.5P
PCB37PS-3P
PCB37PS-5P

PCB37P-1.5
PCB37P-3
PCB37P-5

Board Side Accessory
Side

37-pin
D-SUB
(M)

37-pin
D-SUB

(M)

Shielded Cable

Flat Cable

PCB37PS-0.5P
PCB37PS-1.5P
PCB37PS-3P
PCB37PS-5P

PCB37P-1.5
PCB37P-3
PCB37P-5

Board Side Accessory
Side

37-pin
D-SUB

(M)

37-pin
D-SUB

(M)

Shielded Cable with Connector on both sides
for 37-pin D-SUB Connector

Flat Cable with Connector on both sides
for 37-pin D-SUB Connector

PCB37P-1.5 (1.5 m)

PCB37P-3 (3 m)

PCB37P-5 (5 m)

PCB37PS-0.5P (0.5 m)

PCB37PS-1.5P (1.5 m)

PCB37PS-3P (3 m)

PCB37PS-5P (5 m)

50-pin Mini-Ribbon Shielded Conversion Cable
for 68-pin 0.8 mm Pitch Connector (0.5 m)

15-pin D-SUB Flat Conversion Cable (with bracket)
for 30-pin Post Header

CNT-68M/50M 

DT/B2

Differential / TTL Input Terminal
for Counter Input
CTP-4D
 

120 (W) x 88 (D) x 22 (H) mm

PCI Board
CNT24-4(PCI)H *1

30-pin
Post Header

(M)

37-pin
D-SUB

(F)

Flat Cable (with bracket)

DT/B2

Board Side Accessory
Side

30-pin
Post Header

(F)

37-pin
D-SUB

(F)

Cables

Accessories

AccessoriesCable Side
Connector
of Devices

Terminal Unit
EPD-37A

Terminal Unit
EPD-37

Terminal Block
DTP-3C

Screw-type Terminal Block
DTP-4C

37-pin
D-SUB

(F)

M3 Screw

M3.5 Screw

Screw-type Terminal

M3 Screw

AccessoriesCable Side
Connector
of Devices

Terminal Unit
EPD-37A

Terminal Unit
EPD-37

Terminal Block
DTP-3C

Screw-type Terminal Block
DTP-4C

37-pin
D-SUB

(F)

M3 Screw

M3.5 Screw

Screw-type Terminal

M3 Screw

68-pin 0.8 mm Pitch
Connector Type

Shielded Conversion Cable

CNT-68M/50M

Board Side Accessory
Side

Cable Side Connector
of DevicesAccessories

Differential / TTL Input Terminal
CTP-4D

Terminal Unit
EPD-50A

68-pin
0.8 mm Pitch

(M)

50-pin
Mini-Ribbon

(M)

50-pin
Mini-Ribbon

(F)

96-pin Half Pitch (M)

M3 Screw

Shielded Cable

PCB68PS-0.5P
PCB68PS-1.5P

Board Side Accessory
Side

Cable Side Connector
of DevicesAccessories

Terminal Unit
(Spring-up Type 
Terminal Unit)

EPD-68A68-pin
0.8 mm Pitch

(M)

68-pin
0.8 mm Pitch

(M)

68-pin
0.8 mm Pitch

(F)

68-pin
0.8 mm Pitch

(F)

145 (W) x 105 (H) mm

96-pin Half  37-pin D-SUB (F) x2
Connector Converter
CCB-96
 

Enables conversion into 37-pin D-SUB connectors for easy cable processing.
Optional 37-pin D-SUB connector board is also available.
* Cables optional

DIN-rail Adapter for terminal panels
Applicable Accessories CCB-96

Differential input is enabled when connected to the counter series 
[CNT-3204MT-LPE, CNT32-4MT(LPCI), and CNT32-4MT(CB)] * Cables optional

DIN-rail Adapter
DIN-ADP1
 

Shielded Cable with Connector on both sides
for 68-pin 0.8 mm Pitch Connector

PCB68PS-0.5P (0.5 m)

PCB68PS-1.5P (1.5 m)

M3 Screw

Connector 
Type

Connector 
Type

278.7 (W) x 40 (D) x 52 (H) mm

35 mm DIN-rail mountable
"Spring-up type terminal unit" is employed to retain terminal screws.
* Cables optional

Terminal Unit
(M3 Screw, 68-pin)
EPD-68A
 

PC Card
CNT32-4MT(CB)

PCI Board (Low Profile)

PCI Express Board (Low Profile)

CNT32-4MT(LPCI)

CNT-3204MT-LPE

Terminal Block
(M3 Screw, 37-pin)
DTP-3C
 

190 (W) x 105 (D) x 23.9 (H) mm

* Cables optional

Screw-type Terminal Block
(M2.5 Screw, 37-pin)
DTP-4C
 

160 (W) x 82 (D) x 19.2 (H) mm

* Cables optional
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Counter Correspondence table of cables with connector on one side

Shielded Cable

96-pin Half Pitch Connector Type

PCI Board

CNT24-4D(PCI)H
CNT32-8M(PCI) *1

CNT-3208M-PE *1 PCA96PS-0.5P
PCA96PS-1.5P
PCA96PS-3P
PCA96PS-5P

Board Side

Flat Cable

PCA96P-1.5
PCA96P-3
PCA96P-5

96-pin
Half Pitch

(F)

96-pin
Half Pitch

(M)

Shielded Cable

68-pin 0.8 mm Pitch Connector Type

PCA68PS-0.5P
PCA68PS-1.5P

Board Side

68-pin
0.8 mm Pitch

(M)

30-pin
Post Header

(M)

Shielded Cable37-pin D-SUB Connector Type

PCI Board

CNT24-4(PCI)H*2

PCA37PS-0.5P
PCA37PS-1.5P
PCA37PS-3P
PCA37PS-5P

Board Side

Shielded Cable

DT/O

Board Side

Flat Cable

PCA37P-1.5
PCA37P-3
PCA37P-5

Shielded Cable

PCA37PS-0.5P
PCA37PS-1.5P
PCA37PS-3P
PCA37PS-5P

Board Side

Flat Cable

PCA37P-1.5
PCA37P-3
PCA37P-5

PCI Express Board

Flat Cable (with bracket)

DT/B2

Board Side Accessory Side

30-pin
Post Header

(F)

30-pin
Post Header

(F)

37-pin
D-SUB

(F)

37-pin
D-SUB

(F)

37-pin
D-SUB

(M)

37-pin
D-SUB

(M)

*2 Opto-isolated input provided through 37-pin D-SUB connector (CN1). TTL-level input provided through 30-pin post header connector (CN2).
 When using TTL-level input, use either flat cable DT/O or flat cable DT/B2 that is equipped with a bracket. Cables and accessory can be connected at that point.

*1 Please select a cable less than 1.5 m in length for TTL-level signal input. 

Shielded Cable with Connector on one side (Mold Type)
for 37-pin D-SUB Connector 

PCA37PS-0.5P (0.5 m)

PCA37PS-1.5P (1.5 m)

PCA37PS-3P (3 m)

PCA37PS-5P (5 m)

Cables
Flat Cable with Connector on one side
for 37-pin D-SUB Connector

PCA37P-1.5 (1.5 m)

PCA37P-3 (3 m)

PCA37P-5 (5 m) 15-pin D-SUB Flat Conversion Cable (with bracket)
for 30-pin Post Header

DT/B2

Flat Cable with Connector on one side
for 30-pin Post Header

DT/O 

PC Card
CNT32-4MT(CB)

PCI Board (Low Profile)

PCI Express Board (Low Profile)

CNT32-4MT(LPCI)

CNT-3204MT-LPE

68-pin
0.8 mm Pitch

(F)

Connector 
Type

Connector 
Type

Connector 
Type
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*2 Please choose cables with the wiring distance taken into account.

96-pin Half Pitch Connector Type

Motion Control Correspondence table of cables with connectors on both ends & accessories

PCI Board

96-pin
Half Pitch

(M)

SMC-2P(PCI)
SMC-4P(PCI)

Flat Cable *2

Shielded Cable *2

PCB96PS-0.5P
PCB96PS-1.5P
PCB96PS-3P 
PCB96PS-5P

PCB96P-1.5
PCB96P-3
PCB96P-5

Board Side Accessory
Side

96-pin
Half Pitch

(F)

96-pin
Half Pitch

(F)

Screw-type
Terminal

Cable Side Connector
of DevicesAccessories

Terminal Unit
(Spring-up Type Terminal Unit)

EPD-96A
Terminal Unit

EPD-96

Terminal block
CCB-SMC1

96-pin
Half Pitch

(M)

96-pin Half Pitch Connector Type

Motion Control Correspondence table of cables with connector on one side

PCI Board

96-pin
Half Pitch

(M)

SMC-2P(PCI)
SMC-4P(PCI)

Flat Cable *2

Shielded Cable *2

PCA96PS-0.5P
PCA96PS-1.5P
PCA96PS-3P 
PCA96PS-5P

PCA96P-1.5
PCA96P-3
PCA96P-5

Board Side

96-pin
Half Pitch

(F)

M3.5 Screw

Shielded Cable with connector on one side
for 68-pin 0.8 mm Pitch Connector

Shielded Cable with Connector on one side (Mold Type)
for 96-pin Half Pitch Connector 

PCA96PS-0.5P (0.5 m)

PCA96PS-1.5P (1.5 m)

PCA96PS-3P (3 m)

PCA96PS-5P (5 m)

Flat Cable with connector on one side
for 96-pin Half Pitch Connector

PCA96P-1.5 (1.5 m)

PCA96P-3 (3 m)

PCA96P-5 (5 m)

PCA68PS-0.5P (0.5 m)

PCA68PS-1.5P (1.5 m)

PCB96PS-0.5P (0.5 m)

PCB96PS-1.5P  (1.5 m)

PCB96PS-3P (3 m)

PCB96PS-5P (5 m)

Flat Cable with connector on both sides
for 96-pin Half Pitch Connector

PCB96P-1.5 (1.5 m)

PCB96P-3 (3 m)

PCB96P-5 (5 m)

Shielded Cable with Connector on both sides (Mold Type)
for 96-pin Half Pitch Connector

Accessories

Cables

CCB-SMC1
 

230 (W) x 105 (D) x 25.5 (H) mm

Terminal Unit
(M3.5 Screw, 96-pin)
EPD-96
 

219.5 (W) x 64 (D) x 35.5 (H) mm

35 mm DIN-rail mountable
* Cables optional

DIN-ADP1
 

 Applicable Accessories
 CCB-SMC1, CCB-SMC2

DIN-rail Adapter

DIN-rail Adapter for terminal panels

Terminal Block for SMC-2P
(PCI) and SMC-4P(PCI)

* Cables optional
Distributes each channel to 37-pin D-SUB connector 
to facilitate the connection with driver amplifier.
Supports encoder input system of line driver/open 
collector (jumper switching).
Screw-type terminal enables easy connection of limit 
sensors of varying types.
Using optional DIN-ADP1, it can be mounted on 35 
mm DIN-rail.

*2 Please choose cables with the wiring distance 
taken into account.

196.5 (W) x 64 (D) x 48 (H) mm

35 mm DIN-rail mountable
"Spring-up type terminal unit" is employed to retain terminal screws.
* Cables optional

Terminal Unit
(M3 Screw, 96-pin)
EPD-96A
 

M3 Screw

Connector 
Type

Connector 
Type
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*1 Please choose cables with the wiring distance taken into account.
*2 100-pin 0.8 mm pitch connector x1  37-pin D-SUB x4, 9-pin D-SUB x4
*3 Each connector needs cables and accessories.

100-pin 0.8 mm Pitch Connector Type

Motion Control Correspondence table of cables with connectors on both ends & accessories

100-pin 0.8 mm Pitch Connector Type

Motion Control Correspondence table of cables with connector on one side & accessories

PCI Express Board

PCI Board

SMC-4DL-PE

SMC-4DF-PCI
SMC-4DL-PCI

Flat Cable

PCA100P-1.5
PCA100P-3
PCA100P-5

Board Side

Shielded Cable *1

PCB100PS-0.5
PCB100PS-1.5
PCB100PS-3 
PCB100PS-5

Board Side Accessory
Side

PCI Board

SMC-8DF-PCI
SMC-8DL-PCI

Shielded Cable *1

PCB100PS-0.5
PCB100PS-1.5
PCB100PS-3 
PCB100PS-5

Board Side Accessory
Side

Cables

Accessories

Connector Converter
CCB-SMC2
 

190 (W) x 105 (H) mm

DIN-ADP1
 

 Applicable Accessories
   CCB-SMC1, CCB-SMC2

DIN-rail Adapter

DIN-rail Adapter for terminal panels

100-pin 0.8 mm pitch connector  37-pin D-SUB x4, 
9-pin D-SUB x4
Using optional DIN-ADP1, it can be mounted on 35 mm 
DIN-rail.

*3

196.5 (W) x 64 (D) x 48 (H) mm

35 mm DIN-rail mountable
"Spring-up type terminal unit" is employed to retain terminal screws.
* Cables optional 

Terminal Unit
(M3 Screw, 100-pin)
EPD-100A
 

PCI Express Board

SMC-8DL-PE
SMC-4DL-PE

PCI Board

SMC-4DF-PCI
SMC-4DL-PCI

100-pin
0.8 mm Pitch

(F)

100-pin
0.8 mm Pitch

(F)

Shielded Cable with Connector on both sides
for 100-pin 0.8 mm Pitch Connector

PCB100PS-0.5 (0.5 m)

PCB100PS-1.5 (1.5 m)

PCB100PS-3 (3 m)

PCB100PS-5 (5 m)

100-pin
0.8 mm Pitch

(M)

100-pin
0.8 mm Pitch

(M)

100-pin
0.8 mm Pitch

(M)

100-pin
0.8 mm Pitch

(M)

100-pin
0.8 mm Pitch x2

(F)

100-pin
0.8 mm Pitch

(M)

PCI Express Board

SMC-8DL-PE

PCI Board

SMC-8DF-PCI
SMC-8DL-PCI

Cable Side
Connector
of DevicesAccessories

Connector Converter
CCB-SMC2

Terminal Unit
(Spring-up Type Terminal Unit)

EPD-100A M3 Screw

*2

100-pin
0.8 mm Pitch

(F)

Cable Side
Connector
of DevicesAccessories

Connector Converter
CCB-SMC2

Terminal Unit
(Spring-up Type Terminal Unit)

EPD-100A M3 Screw

*2

100-pin
0.8 mm Pitch

(F)

Flat Cable

PCA100P-1.5
PCA100P-3 
PCA100P-5

Board Side

100-pin
0.8 mm Pitch

(M)

100-pin
0.8 mm Pitch x2

(F)

*3

Flat Cable with Connector on one side
for 100-pin 0.8 mm Pitch Connector

PCA100P-1.5 (1.5 m)

PCA100P-3 (3 m)

PCA100P-5 (5 m)

Connector 
Type

Connector 
Type

Connector 
Type

Connector 
Type

 Industrial Automation Products Measurement and Control Products

BTO PCs
Solution-ePC

Industrial PC 
VPC

Options

Flat Panel 
Displays

Panel 
Computers

BOX 
Computers

Remote I/O

Accessories &
Cables

Software

Expansion Unit /
Bus Adapter

GPIB 
Communications

Serial 
Communications

Counter & Motion 
Controller

Digital I/O

Analog I/O

Solutions / 
Services

Image Distribution Unit
FlexNetViewer

Wireless LAN
FLEXLAN

about 
CONTEC



Analog I/O

Counter & 
Motion Controller

Digital I/O

Serial 
Communications

Global Site:  www.contec.com

Accessories & Cables
Selection Guide

Counter & 
Motion Controller

N-32

 

 

For Measurement and Control Interface Board

Custom-Made Cable

lProduced by Order with Cable Length by 
Increments of 0.1 m (10 cm)
The cable length can be specified between 0.5 - 10 m by increments of 0.1 m (10 cm).
Supports various customer needs regarding the cable length.

Flexibility

lSecure Genuine Products
Please use CONTEC's genuine cables for CONTEC device products.
The products passed our specified shipping test for criteria including noise, static electricity, and accuracy to ensure your safe use.

lSoft Cable for Easy Bending
Employs soft cable that can be easily bent and handled.

lRoHS-Compliant
Our products are RoHS-compliant and environment-friendly.

High Quality

Cables produced by order are available in Japan only.

(2 m) 

(7 m) 

PCB100PS-xxA
(2 m) 

(7 m) 

PCB100/96PS-xxA
(2 m) 

(7 m) 

PCB100WS-xxA
(2 m) 

(7 m) 

PCA100P-xxA

n100-pin Connector Cable

n96-pin Connector Cable

n68-pin Connector Cable n50-pin Connector Cable

n37-pin Connector Cable

(2 m) 

(7 m) 

PCB96PS-xxA
(2 m) 

(7 m) 

PCB96WS-xxA
(2 m) 

(7 m) 

PCA96PS-xxA

(2 m) 

(7 m) 

PCB96P-xxA
(2 m) 

(7 m) 

PCB96W-xxA
(2 m) 

(7 m) 

PCA96P-xxA

(2 m) 

(7 m) 

PCB68PS-xxA
(2 m) 

(7 m) 

PCA68PS-xxA
(2 m) 

(7 m) 

PCB50PS-xxA
(2 m) 

(7 m) 

PCA50PS-xxA

(2 m) 

(7 m) 

PCB37PS-xxA
(2 m) 

(7 m) 

PCA37PS-xxA
(2 m) 

(7 m) 

PCB37P-xxA
(2 m) 

(7 m) 

PCA37P-xxA

0.5 - 10 m
(By increments of 0.1 m)

* xx in type represents cable length.
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44-pin 
D-SUB 
(F)

COM-4C-LPE

COM-4(LPCI)H

Board

Board

37-pin 
D-SUB 
(F)

Board

37-pin 
D-SUB 
(F)

COM-4C-PE

COM-4PC-PE

COM-4PD-PE

COM-4(PCI)H

COM-4P(PCI)H

COM-4CL-PCI *1

COM-4PD(PCI)H

COM-4DL-PCI *1

37-pin 
D-SUB  
(M)

Cables & Unit Connector of Devices

Length: 0.25 m

Cables for COM-4 Channel Board 37-pin D-type (male)  
→9-pin D-type (male)x4 Shielded Cables

PCE37/9PS
Double 
Shield

Board Side

37-pin 
D-SUB  
(M)

37-pin 
D-SUB  
(M)

Cables & Unit Connector of Devices

Length: 0.25 m

Cables for COM-4 Channel Board 37-pin D-type (male)  
→9-pin D-type (male)x4 Shielded Cables

PCE37/9PS

Double 
Shield

Length: 0.25 m

Cables for COM-4 Channel Board 37-pin D-type (male)  
→25-pin D-type (male)x4 Shielded Cables

PCE37/25PS
Double 
Shield

Board Side

37-pin 
D-SUB  
(M)

Length: 2 m

Cable for CCU-78F/25M of COM-4 Channel Board

RSS-78M/37M

Double 
Shield

Distribution Unit for the COM-8(PCI)H / COM-4(PCI)H

CCU-78F/25M

Requires optional RSS-78M/37M for connection with a unit board 
that distributes the COM-4(PCI)H connector to a 25-pin connector.
Equipped with LEDs for monitoring the communication state of 
each channel.
Unit is DIN-rail mountable.
* CCU-78F/25M is not isolated within the unit.
* Cannot be used with COM-4P(PCI)H.

RSC-25F, RSS-25F/9M,
RSS-25M/F, RSC-25F/9F

Optional Cables

A

B

B

Serial Communications & Correspondence table of cables

Lock 
Nut

 : Lock Nut UNC#4-40 (Inch Screw Thread)

Lock 
Screw

 : Lock Screw UNC#4-40 (Inch Screw Thread)

78-pin 
D-SUB  
(M)

78-pin 
D-SUB  
(M)

Cables & Unit Connector of Devices

78-pin 
D-SUB 
(F)

COM-8C-PE

COM-8(PCI)H

Board

Length: 1 m

Cables for COM-8 Channel Board

PCE78/9PS

Double 
Shield

Length: 1 m

Cables for COM-8 Channel Board

PCE78/25PS

Double 
Shield

Board Side

78-pin 
D-SUB  
(M)

Length: 2 m

Cable for CCU-78F/25M of COM-8 Channel Board

RSS-78M

Double 
Shield

Distribution Unit for the COM-8(PCI)H / COM-4(PCI)H

CCU-78F/25M

 Requires optional RSS-78M for connection with a unit board that 
distributes the COM-8(PCI)H connector to a 25-pin connector.
 Equipped with LEDs for monitoring the communication state of 
each channel.
Unit is DIN-rail mountable.

* CCU-78F/25M is not isolated within the unit.

RSC-25F, RSS-25F/9M,
RSS-25M/F, RSC-25F/9F

Optional Cables

A

B

BLock 
Screw

Lock 
Nut

Lock 
Nut

Lock 
Nut

Lock 
Nut

Lock 
Nut

Lock 
Screw

Board

44-pin 
D-SUB 
(F)

COM-2C-LPE

COM-2PD(LPCI)H

COM-2(LPCI)H

44-pin 
D-SUB  
(M)

Cables & Unit Connector of Devices

Length: 0.25 m

Cables for COM-2 Channel Board

PCE44/9P2S

Double 
Shield

Board Side

ALock 
Nut

44-pin 
D-SUB  
(M)

Cables & Unit Connector of Devices

Length: 0.25 m

Cables for COM-4 Channel Board

PCE44/9P4S

Double 
Shield

Board Side

ALock 
Nut

*1 The Shielded Cables (37-pin D-type male → 9-pin D-type malex4) is included.

*1 The Shielded Cables (37-pin D-type male → 9-pin D-type malex4) is included.
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A
9-pin 
D-SUB 
(M)

Board Connector of Devices

 Options for Serial Communication Board (sold separately)

Connector

Optional connectors suitable for each board are available. (Use for creating your personalized cable. )

n9-pin D-SUB (male) connector (5 pcs)
CN5-D9M

n9-pin D-SUB (female) connector (5 pcs)
CN5-D9F
 

n25-pin D-SUB (male) connector (5 pcs)
CN5-D25M

n25-pin D-SUB (female) connector (5 pcs)
CN5-D25F

n37-pin D-SUB (male) connector (5 pcs)
CN5-D37M

n44-pin D-SUB (male) connector (5 pcs)
CN5-D44M

n78-pin D-SUB (male) connector (5 pcs)
CN5-D78M
(No connector cover)

25-pin 
D-SUB 
(F)

25-pin 
D-SUB 
(M)

9-pin 
D-SUB 
(F)

9-pin 
D-SUB 
(M)

B
25-pin 
D-SUB  
(F)

25-pin 
D-SUB  
(F)

25-pin 
D-SUB  
(F)

Cables

n25-pin D-type (male) ⇔ 25-pin D-type (female) Shielded Cable (1.8 m)
Straight Cable

RSS-25M/F

Double 
Shield

n25-pin D-type (female) ⇔ 25-pin D-type (female) Shielded Cable (1.8 m)
Cross Cable

RSC-25F

Double 
Shield

n25-pin D-type (female) ⇔ 9-pin D-type (male) Shielded Cable (1.8 m)
Straight Cable

RSS-25F/9M

25-pin 
D-SUB  
(M)

25-pin 
D-SUB  
(F)

9-pin 
D-SUB 
(M)

25-pin 
D-SUB  
(F)

n25-pin D-type (female) ⇔ 9-pin D-type (female) Shielded Cable (1.8 m)
Cross Cable

RSC-25F/9F 9-pin 
D-SUB 
(F)

Double 
Shield

Double 
Shield

Connector of Devices

Please visit our website for the details of Accessories & Cables.

COM-4CX-USB COM-2C-PE COM-2PC-PE COM-2PD-PE
COM-1(CB)H COM-1(LPCI)H COM-1(USB)H COM-1C-LPE
COM-1P(USB)H COM-1PD(CB)H COM-1PD(LPCI)H COM-1PD(USB)H
COM-2(CB)H COM-2(PCI)H COM-2CL-PCI COM-2DL-PCI
COM-2P(PCI)H COM-2PD(PCI)H COM-4(CB)H COM-4CL-PCI *1 
COM-4DL-PCI *1 FX-DS540-422 FX-DS540-COM RP-422(FIT)GY 
RP-COM(FIT)H RP-COM(FIT)H-AF

Lock 
Screw  : Lock Screw UNC#4-40 (Inch Screw Thread)

9-pin 
D-SUB 
(F)

9-pin 
D-SUB 
(M)

25-pin 
D-SUB 
(F)

25-pin 
D-SUB 
(M)

A
9-pin 
D-SUB 
(F)

9-pin 
D-SUB 
(F)

9-pin 
D-SUB
(F)

Cables

n9-pin D-type (male) ⇔ 9-pin D-type (female) Shielded Cable (1.8 m)
Straight Cable

RSS-9M/F

Double 
Shield

n9-pin D-type (female) ⇔ 9-pin D-type (female) Shielded Cable (1.8 m)
Cross Cable

RSC-9F

Double 
Shield

n25-pin D-type (male) ⇔ 9-pin D-type (female) Shielded Cable (1.8 m)
Straight Cable

RSS-25M/9F

9-pin 
D-SUB 
(M)

9-pin 
D-SUB 
(F)

25-pin 
D-SUB  
(M)

9-pin 
D-SUB 
(F)

n25-pin D-type (female) ⇔ 9-pin D-type (female) Shielded Cable (1.8 m)
Cross Cable

RSC-25F/9F 25-pin 
D-SUB  
(F)

Double 
Shield

Double 
Shield

Connector of Devices

Lock 
Screw

Lock 
Screw

Lock 
Screw

Lock 
Screw

Lock 
Screw

Lock 
Screw

Lock 
Screw

Lock 
Screw

*1 The Shielded Cables (37-pin D-type male → 9-pin D-type malex4) is included.
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